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Township 36 South, Range 11 East, Salt Lake Meridian, Utah

CHAINS

The following field notes describe the dependent resurvey
of a portion of the south boundary of T. 35 S., R. 11 E.
(Seventh Standard Parallel South), and the survey of the
remaining unsurveyed subdivisional 1ines of Township 36
South, Range 11 East, Salt Lake Meridian, Utah.

‘History of Surveys

Surveyed by "~ Retr. or Resurveyed by
NORTH BOUNDARY (Seventh Standard Parallel South)
Al .Chappell and Burgess
1955
Portion F. Profaizer 1979

SOUTH BOUNDARY

A1l Sylvester and Lane 1957
EAST BOUNDARY

A1l . Sylvester and Lane 1957
 |WEST_BOUNDARY

All Owens, Cazier and 1957
Lane _
|SUBDIVISION
Portion Sylvester and Lané- 1957
Portion F. Profaizer 1979
Portion F. Profaizer 1979

The survey was executed in accordance with specifications
set forth in the Manual of Surveying Instructions, 1973,
and the Special Instructions for Group 647, Utah, dated
March 15, 1984,

The direction of lines refer to the true meridians
determined by observations of Polaris and direct a]titude
observations of the sun and projected by sustained
angulation throughout the survey.

Preliminary to the resurvey, the lines of the original
survey were retraced and a diligent search was made for
any evidence of the original field note record.
Identified corners were remonumented in their original
positions, lost corners were restored and monumented at
proportionate positions based on the original record.
The retracement data were thoroughly verified and only
the true Tine field notes are given herein.

The geographic position of the southeast corner of
section 34, as determined by calculation from U.S.G.S.
tri-station "PINE" and "HANSEN", Tocated in T. 36 S.,
R. 10 E., is as follows:

Latitude 370 39' 23.38" N.  Longitude 110° 38' 11.76" W.
The mean magnetic declination as projected from the U.S.

Geological Survey Magnetic Declination of 1980" is
13 1/20 East. ‘
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Dependent Resurvey of a Portion of the South Boundary

(Seventh Standard Parallel South),
T..35 S., R. 11 E.. Salt lake Meridian, Utah

CHAINS

Dependent Resurvey of a Portion of the South Boundary
(Seventh Standard Parallel South),
T. 35 S., R. 11 E., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
Fred R. Chappell and Robert K. Burgess in 1955)

Beginning at the standard cor. of T. 35 S., Rs. 11 and

12 E., monumented with an iron post, 2 1/2 ins. diam.,

projecting 6 ins. above ground, with brass cap, mkd. as
described in the official record of the 1955 survey of

the Seventh Standard Parallel South in Range 11 East.

From this cor., the closing cor. of T. 36 S., Rs. 11 and
12 E., on the Seventh Standard Parallel South bears
East, 8.55 chs. dist.

West, along the S. bdy. of sec. 36.

31.435 | Point for the 1/4 sec. cor. of sec. 1, T. 36 S.,

R. 11 E., on the Seventh Standard Parallel South and
midpoint bet. the closing cor. of T. 36 S., Rs. 11 and
12 E., and the cor. of secs. 1 and 2. :

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T35SRI1E

1/4 S'1
T36SRIIE
1984

40.00 The standard 1/4 sec. cor. of sec. 36, monumented with an
iron post, 2 1/2 ins. diam., in a mound of stone, with
brass cap, mkd. as described in the official record of
the 1955 survey.

West, beginning new measurement.

31.42 The cor. of secs. 1 and 2, T. 36 S., R. 11 E., monumented
with an iron post, 2 1/2 ins. diam., and supported by a
mound of stone, mkd. as described in the official record
of the 1955 survey.

From the standard cor. of secs. 32 and 33, T. 35 S., R.
11 E., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1955 survey of the Seventh Standard Parallel South in
Range 11 East.

West, along the S. bdy. of sec. 32.

31.465 |Point for the 1/4 sec. cor. of sec. 5, T. 36 S.,

R. 11 E., on the Seventh Standard Parallel South and
midpoint. bet. the closing cor. of secs. 4 and 5, and the
closing cor. of secs. 5 and 6.

Set an aluminum post, 30 ins. long, 2.1/2 ins. diam., 8 .
ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.
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Dependent Resurvey of a Portion of the South Boundary
(Seventh Standard Parallel South),
T.35S., R, 11 E., Salt Lake Meridian, Utah

CHAINS

T3BSRILE

1/4 S5
T36SRIIE
1984 -

40.01 The standard 1/4 sec. cor. of sec. 32, monumented with an
iron post, 2 1/2 ins. diam., firmly set protruding 6 ins.
above ground, with brass cap, mkd. as described in the
official record of the 1955 survey of the Seventh
Standard Parallel South in Range 11 East.

West, beginning new measurement.

31.44 True point for the closing cor. of secs. 5 and 6,
hereinafter described.

39.99 The standard cor. of secs. 31 and 32, monumented with an
iron post, 2 1/2 ins. diam., firmly set protruding 6 ins.
above ground, with brass cap, mkd. as described in the
official record of the 1955 survey of the Seventh
Standard Parallel South in Range 11 East.

West, along the S. bdy. of sec. 31.

31.45 Point for the 1/4 sec. cor. of sec. 6, T. 36 S.,
R. 11 E., on the Seventh Standard Parallel South and
40.00 chs. westing from the closing cor. of secs. 5 and 6

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T35SRI11E

1/4 S 6
T36SRI11E
1984

40.00 The standard 1/4 sec. cor. of sec. 31, monumented with an
iron post, 2 1/2 ins. diam., firmly set protruding 6 ins.
above ground, with brass cap, mkd. as described in the
official record of the 1955 survey of the Seventh
Standard Parallel South in Range 11 East.

West, beginning new measurement.

30.07 Point selected for the witness cor. to the 80 1/16 sec.
: cor. of sec. 6, T. 36 S., R. 11 E.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 14
ins. in the ground to bedrock, and in. a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

WC
T35 SRILE
<B01/16 56

T36SRI11E"
1984
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Dependent Resurvey of a Port1on of the South Boundary

(Seventh Standard Parallel South),
T. 35 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

- 31.45 True point for the 80 1/16 sec. cor. of sec. 6, T. 36 S.,
R. 11 E., on the Seventh Standard Parallel South and
80.00 chs. westing from the closing cor. of secs. 5 and
6, falls on steep slope and cannot be monumented.

40.00 The Tp. cor. of T. 35 S., Rs. 10 and 11 E., monumented

‘{with an iron post, 2 1/2 ins. diam., firmly set
protruding 6 ins. above mound of stone, with brass cap,

mkd. as described in the official record of the 1955
Eur:ey of the Seventh Standard Parallel South in Range 10
as

Dependent Resurvey of & Portion of the South Boundary
(Seventh Standard Parallel South),
T. 35 S., R. 10 E., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
Boyd Owens and Dell Cazier
Under the Supervision of Vern Lane in 1957)

From the cor. of T. 35 S., Rs. 10 ahd 11 E.; heretofore
described.

West, along the S. bdy. of sec. 36.

24,85 The closing cor. of T. 36 S., Rs. 10 and 11 E., on the
Seventh Standard Parallel South, monumented with an iron
post, and in a mound of stone, with brass cap, mkd. as
described in the official record of the 1957 survey.

Survey of a Portion of the Subdiv1siona1 lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

From the cor. of secs. 25, 26, 35, and 36, monumented
with an iron post, 2 1/2 ins. diam., firmly set,
protruding 8 ins. above ground, with brass cap, mkd. as
described in the official record of the 1957 survey.

N. 00 01' W., bet. secs. 25 and 26.
40.00 Point for the 1/4 sec. cor. of secs. 25 and 26.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRILE
1/4
S 26 { S 25
184 |
80.00 |Point for the cor. of secs. 23, 24, 25, and 26.

Set an aluminum post, 30'ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.
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Survey of a Portion of the Subdivisional lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

T36SRILE
S§23 | S 24

26 | S 25
1984

From the cor. of secs. 24 and 25, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1957 survey.

N. 890 54' W., bet. secs. 24 and 25.
40.02 Point for the_1/4 sec. cor. of secs. 24 and 25.

|set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 24

1/4 S 25
1984

80.04 :The cor. of secs. 23, 24, 25, and 26.

N. 00 01' W., bet. secs. 23 and 24.
40.00 Point for the 1/4 sec. cor. of secs. 23 and 24.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
1{4
S 23| S 24

l
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, w
of cor.

80.00 Point for the cor. of secs. 13, 14, 23, and 24.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRILE
$14 ] s 13
S23 [ S 28

1984

From the cor. of secs. 13 and 24, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1957 survey.

N. 890 54' W,, bet. secs. 13 and 24.
40.03 Point for the 1/4 sec. cor. of secs. 13 and 24.

Form 9600—10a (March 1984) USDI ~ BLM | - FIELD NOTE PAPER



Survey of a Portion of the Subdivisional lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

" CHAINS

80.06

40.00

65.60
80.00

0.50
7.40
34.10
39.86

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 13
1/4 S 24
1984

The cor. of secs. 13, 14, 23, and 24.

N. 00 01' W., bet. secs. 13 and 14.
Point for the 1/4 sec. cor. of secs. 13 and 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1IE
1/4

I
S 14 } $ 13
1984

Raise a mound of stone, 3 1/2 ft. base, i 1/2 ft. high, W
of cor,

Dirt road, road, bears NE and SW.
Point for the cor. of secs. 11, 12, 13, and 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S11]S12
SIS

1984

From the cor. of secs. 12 and 13, on the E. bdy.,
monumented with an iron post, 2 1/2 ins. diam., firmly
set, protruding 6 ins. above mound of stone, with brass
cap, mkd. as described in the official record of the 1957
survey.

N. 890 52' W., bet. secs. 12 and 13.
Smith Fork Wash, 40 lks. wide, drains S.

1Dirt road, bears N and S.

Same dirt road, bears NE and SW.

Point selected for the witness cor. to the 1/4 sec cor.
of secs. 12 and 13.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd

Form 9600~10a (March 1984) USDI ~ BLM
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

WC
T36SRI11E

ES 12
1/4 S 13

1984

40.05 True point for the 1/4 sec. cor. of secs. 12 and 13,
falls on sandstone boulder and is unsafe to monument.

- 40,27 Dirt road, bears NW and SE.
80.10 The cor. of secs 11, 12. 13, and 14,

N. 00 02 E., bet. secs. 11 and 12.

6.50 |Dirt road, bears E and W.

39.96  |[Point for the 1/4 sec. cor. of secs. 11 and 12.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 14
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T36SRIIE
1{4
S 11 { S 12
1984 , .
79.92 The cor. of secs. 1, 2, 11, and 12, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6

ins. above mound of stone, with brass cap, mkd. as
described in the official record of the 1957 survey.

From the cor. of secs. 1 and 12, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1957 survey.

N. 890 55' W., bet. secs. 1 and 12.

39.98 Point selected for the witness cor. to the 1/4 sec. cor.
of secs. 1 and 12.

Set an aluminum post, 30.ins. long, 21/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

WC
T3 SR11E

ES 1
1/4 ™S 12
1984

40.02 ’True point for the 1/4 sec. cor. of secs. 1 and 12, falls
on sandstone boulder and cannot be monumented.

80.04 The cor. of secs. 1, 2, 11, and 12.
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N Survey of a Portion of the Subdfvisiona] Lines,
T36-Srmy—Rord lby—Sali-Lake-Meridian,. Utah

CHAINS

From the cor. of secs. 2, 3, 34, and 35, on the S. bdy.
of the Tp., monumented with an iron post, 2 1/2 ins.

diam., firmly set in a sand dune, with brass cap, mkd. ag
described in the official record of the 1957 survey.

N. 00 01' W., bet. secs. 34 and 35.
40,00 Point for the 1/4 sec. cor. of secs. 34 and 35.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36 SRI11E
1/4

: |
S 34 ; S 35
1984
80.00 Point for the cor. of secs. 26, 27, 34, and 35.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36 SRIIE
S 27 | S 26
S34 1S 35

1984

From the cor. of secs. 25, 26, 35, and 36.
N. 890 57' W., bet. secs. 26 and 35.
'39.99 Point for the 1/4 sec. cor. of secs. 26 and 35.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T3 SRI11E
S 26

1/4 S 35
1984

79.98 The cor. of secs. 26, 27, 34, and 35,

N. 890 58' W., bet. secs. 27 and 34.
22.20 Dirt road, bears NE and SW.
39,99 Point for the 1/4 sec. cor. of secs. 27 and 34.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
S 27

1/4 S 34
1984

79.98 | The cor. of secs. 27, 28, 33, and 34, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

Form 9600~10a (March 1984) USDI — BLM FIELD NOTE PAPER
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 26, 27, 34, and 35.
N. 0° 01' W., bet. secs. 26 and 27.
40.00 |Point for the 1/4 sec. cor. of secs. 26 and 27.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
1{4
S27 | S 26

1984

52.75 Dirt road, bears NE and SW.
80.00 Point for the cor. of secs. 22, 23, 26, and 27.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
S22 | S 23
S 26

1984

From the cor. of secs. 23, 24, 25, and 26.
N. 890 58' W., bet. secs. 23 and 26.
39.98 Point for the 1/4 sec. cor. of secs. 23 and 26.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 23

1/4 S 26
1984

66.75. Dirt road, bears N and S.
79.96 The cor. of secs. 22, 23, 26, and 27.

N. 890 58' W,, bet. secs. 22 and 27.
39.98 Point for the 1/4 sec. cor. of secs. 22 and 27.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T3 SRI11E
S 22

1/4 S 27
1984

79.96  |The cor. of secs. 21, 22, 27, and 28, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS  IEprom the cor. of secs. 22, 23, 26, and 27.
N. 00 01' W., bet. secs. 22 and 23.
40.00 Point for the 1/4 sec. cor. of secs. 22 and 23.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
1{4
S 22 { S 23

1984
80.00 Point for the cor. of secs. 14, 15; 22, and 23.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
S15 ]S 14
S221S23

1984

From the cor. of secs. 13, 14, 23, and 24.

N. 890 57 W., bet. secs. 14 and 23.

20.65 Dirt road, bears N and S.

39.96 Point for the 1/4 sec. cor. of secs. 14 and 23.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T3 SRI11E
S 14

1/4 "5 23
1984

79.92 The cor. of secs. 14, 15, 22, and 23.

N. 890 58' W., bet. secs. 15 and 22.
39.97 Point for the 1/4 sec. cor. of secs. 15 and 22.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 15

1/4 S 22
1984

79.94 The cor. of secs. 15, 16, 21, and 22, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
~|the official record of the 1957 survey.
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13
11

Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 14, 15, 22, and 23.
N. 00 01' W., bet. secs. 14 and 15.
40.00 Point for the 1/4 sec. cor. of secs. 14 and 15.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
1{4
$15| S 14

I
1984
80.00 Point for the cor. of secs. 10, 11, 14, and 15.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
$10 | s 11
S16 [ S 14

1984

From the cor. of secs. 11, 12, 13, and 14,

N. 890 56' W., bet. secs. 11 and 14.

39.96 Point for the 1/4 sec. cor. of secs. 11 and 14,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T36SRI1E

S 11
1/4 S 14
1984

79.92 The cor. of secs. 10, 11, 14, and 15.

N. 890 58' W,, bet. secs. 10 and 15.

27.76 Center Tine of Utah State Highway No. 276, bears
- N. 459 E. and S. 450 W.

39.96 Point for the 1/4 sec. cor. of secs. 10 and 15,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
S 10
- 1/4 S 15
1984

‘Form 9600~10a (March 1984) USDI — BLM . | . FIELD NOTE PAPER
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS
79.92 The cor. of secs. 9, 10, 15, and 16, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 10
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.

From the cor. of secs. 10, 11, 14, and 15.
N. 00 01' E., bet. secs. 10 and 11.
39.96 Point for the 1/4 sec. cor. of secs. 10 and 11.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
1{4
5 10 | § 11

|
1984

43,21 Center line of Utah State Highway No. 276, bears NE and
SW. '

48.85 Dirt road, bears East, 2.50 chs. to intersection of Utah
State Highway No. 276 and W.

79.92 The cor. of secs. 2, 3, 10, and 11, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.

From the cor. of secs. 27, 28, 33, and 34.
N. 899 59' W., bet. secs. 28 and 33.
39.99 Point for the 1/4 sec. cor. of secs. 28 and 33.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 28

1/4 S 33
1984

79.98 The cor. of secs. 28, 29, 32, and 33, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.

IN. 00 03' W., bet. secs. 28 and 29.
40.00 Point for the 1/4 sec. cor. of secs. 28 and 29.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.
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Survey of a Portion of the'Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS
T3 SRI11E
1/4

|
S 29 { S 28
1984

65.20 Center 1ine of Utah State Highway No. 276, bears NE and
SW.

' 80.00 Point for the cor. of secs. 20, 21, 28, and 29.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36 SRI11E
$20 | S 2

1984

From the cor. of secs. 21, 22, 27, and 28.
S. 890 59 W., bet. secs. 21 and 28.

39.22 Point selected for the witness cor. to the 1/4 sec. cor.
of secs. 21 and 28.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 |
ins. in the ground, with aluminum cap mkd.

WC
T36SRI11E

ES 21
1/4 —S 28

1984

40.00 True point for the 1/4 sec. cor. of secs. 21 and 28,
falls in deep wash and is unsafe to monument.

60.00 Center line of Utah State Highway No. 276, bears NE and
SW.

80.00 The cor. of secs. 20, 21, 28, and 29.

North, bet. secs. 20 and 21.

26.16 Chain Tlink fence surrounding sewage lagoon, bears SE and
NW irregularly.

31.17 Chain link fence, bears E and W irregularly.

34.39 Point selected for the witness cor. to the 1/4 sec. cor.
of secs. 20 and 21,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

We
T36SRILE
1/4

N
S 20 } s 21
1984
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS
40.01 True point for the 1/4 sec. cor. of secs. 20 and 21,
falls on steep S slope of sandstone spur and cannot be
monumented.

80.02 The cor. of secs. 16, 17, 20, and 21, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.

From the cor. of secs. 29, 30, 31, and 32, monumented
with an iron post, 2 1/2 ins. diam., firmly set,
protruding 6 ins. above ground with brass cap, mkd. as
described in the official record of the 1957 survey.

N. 890 57' W., bet. secs. 30 and 31.
- 40.00 Point for the 1/4 sec. cor. of secs. 30 and 31.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
S 30

1/4 S 31
1984

80.00 Point for the 80 1/16 sec. cor. of secs. 30 and 31.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in.a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T36SRI1E

S3
80 1/16 $ 31
1984

114.14 The cor. of secs. 25, 30, 31, and 36, on the W. bdy. of
the Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above ground with brass
cap, mkd. as described in the official record of the 1957
survey.

From the cor. of secs. 29, 30, 31, and 32.
, N. 00 03' W., bet. secs. 29 and 30.
40.00  [Point for the 1/4 sec. cor. of secs. 29 and 30.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
1/4

S 30 { S 29

| 1&84

80.00 |Point for the cor. of secs. 19, 20, 29, and 30.

1Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd. '
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Survey of a Portion of the SubdiViSional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

T36 SRI1E
S191S20
S30]S29

1984

From the cor. of secs. 20, 21, 28, and 29.

N. 890 57' W., bet. secs. 20 and 29.

40.00 |Point for the 1/4 sec. cor. of secs. 20 and 29.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 14

ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T36 SRI11E
S 20
1/4 $29
1984

50.50 Dirt road, bears N and S irregularly.
66.00 Hansen Creek, 30 1ks. wide, flows SE.
80.00 The cor. of secs. 19, 20, 29, and 30.

N. 890 56' W., bet. secs. 19 and 30.

- 40.00 True point for the 1/4 sec. cor. of secs. 19 and 30,
falls in bottom of wash and is unsafe to monument.

41.00 Point selected for the witness cor. to the 1/4 sec. cor.
of secs. 19 and 30.

Set an aluminum post, 30 ins. 10ng, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WC
T36SRI1E
S 19
1/4 S 30
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, N
of cor,

80.00  [Point for the 80 1/16 sec. cor. of secs. 19 and 30.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 6

ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T36 SRI11E
S 19 ’
80.1/16 S 30
1984

113.99 True point for the cor. of secs. 19, 24, 25, and 30, on
the W. bdy. of the Tp., from which the witnhess cor. bears
North, 14.20 chs. dist., monumented with an iron post, 2
1/2 ins. diam., firmly set, protruding 6 ins. above
ground with brass cap, mkd. as described in the official
record of the 1957 survey.
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

40.00

80.00

| 40.03

61.00
63.00
80. 06

40.00

From the cor. of secs. 19, 20, 29, and 30.
N. 00 03' W., bet. secs. 19 and 20.
Point for the 1/4 sec. cor. of secs. 19 and 20.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24

ins. in the ground, with aluminum cap mkd.

T36 SRI11E
1{4
S 19 { S 20

1984
Point for the cor. of secs. 17, 18, 19, and 20.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E -
$18 | S 17
19 1S 20
1984

Raise a mound of stone, 3 ft. base, 1 1/2 ft. high, W of
cor.

From the cor. of secs. 16, 17, 20, and 21.
N. 890 58' W,, bet. secs. 17 and 20.
Point for the 1/4 sec. cor. of secs. 17 and 20.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 17

1/4 S 20
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, N
of cor.

Hansen Creek, 30 1ks. wide, flows irregularly S.
Dirt road, bears N and S.

The cor. of secs. 17, 18, 19, and 20.

N. 890 54' W., bet. secs. 18 and 19.
Point for the 1/4 sec. cor. of secs. 18 and 19.

|Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 12

ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T3 SRI1E
S18

1/4 SI9°
1984
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

80.00 Point for the 80 1/16 sec. cor. of secs. 18 and 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T3 SRI11E
S 18
80 1/16 S 19
1984

113.83 The cor. of secs. 13, 18, 19, and 24, on the W. bdy. of

~ |the Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above ground with brass
cap, mkd. as described in the official record of the 1957
survey. ,

From the cor. of secs. 17, 18, 19, and 20.
N. 00 03' W., bet. secs. 17 and 18.
| 40.00 |Point for the 1/4 sec. cor. of secs. 17 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,
over cross (X), chisled in solid sandstone, and in a
mound of stone, 4 1/2 ft. base, to top of aluminum cap,
mkd.

T36SRI11E
1/4

$18 | S 17

l
1984

80.00 Point for the cor. of secs. 7, 8, 17, and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 8
ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T36SRI1E

S7 |58

SIS
1984

From the cor. of secs. 8, 9, 16, and 17, monumented with
an iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.

N. 890 56' W., bet. secs. 8 and 17.

1 35.00 Hansen Creek, 30 lks. wide, flows irregularly S.

39.99 Point for the 1/4 sec. cor. of secs. 8 and 17.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI1E
S 8

1/4 "ST17
1984
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

| 43.00
 79.98

40.00

 80.00

84.00
113.70

40.00

80.00

Dirt road, bears irregularly N and S.

The cor. of secs. 7, 8, 17, and 18.

N. 890 55' W., bet. secs. 7 and 18.
Point for the 1/4 sec. cor. of secs. 7 and 18.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10

ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T36SRI1E
S 7
1/4 S8

1984
Point for the 80 1/16 sec. cor. of secs. 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T36SRI11E
S 7
80 1/16 S 18
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, N
of cor. : ‘

Dirt road, bears NE into rock quarry and SW.

The cor. of secs. 7, 12, 13, and 18, on the W. bdy. of
the Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above ground with brass
cap, mkd. as described in the official record of the 1957
survey.

From the cor. of secs. 7, 8, 17, and 18.

N. 00 03' W., bet. secs. 7 and 8.

Point for the 1/4 sec. cor. of secs. 7 and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T36SRI11E
1/4
s70s8
1&84
Point for the cor. of secs. 5, 6, 7, and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone,

4 1/2 ft. base, to top of aluminum cap, mkd.

jForm 9600~10a (March 1984) USDI — BLM

FIELD NOTE PAPER



21
19

Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

2.50
40.00

78.50
80.00

40.00

80.00

113.45

T36SRIIE
S6|S5
S71TS8

1984

From the cor. of secs. 4, 5, 8, and 9, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground with brass cap, mkd. as described in
the official record of the 1957 survey.

N. 890 56' W., bet. secs. 5 and 8.
Dirt road, bears irregularly N and S.
Point for the 1/4 sec. cor. of secs. 5 and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T36SRI1E
S5

1/4 S 8
1984

Dirt road, bears NW and SE.

The cor. of secs. 5, 6, 7, and 8.

N. 890 51' W., bet. secs. 6 and 7.
Point for the 1/4 sec. cor. of secs. 6 and 7.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10

ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T36SRI1E
S6

1/4 S7
1984

Point for the 80 1/16 sec. cor. of secs. 6 and 7.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 8
ins. in the ground to bedrock, and in a mound of stone, 4
1/2 ft. base, to top of aluminum cap, mkd. '

T36SRI1E
S 6
80 1/16 S 7
1984

True point for the cor. of secs. 1, 6, 7, and 12, on the
W. bdy., from which the witness cor., bears North, 0.30
chs.dist., monumented with an iron post, 2 1/2 ins.
diam., firmly set, protruding 6 ins. above ground with
brass cap, mkd. as described in the official record of
the 1957 survey.
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Survey of a Portion of the Subdivisional Lines,
T. 36 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS
From the cor. of secs. 5, 6, 7, and 8.

N. 00 03' W., bet. secs. 5 and 6.

39.98 Point selected for the withess cor. to the 1/4 sec. cor.
of secs. 5 and 6.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WC
T36SRI1LE

A

S6|S5

|
1984

40.00 True point for the 1/4 sec. cor. of secs. 5 and 6, falls
on sandstone boulder and cannot be monumented.

77.22 Point selected for the witness cor. to the closing cor.
of secs. 5 and 6. :

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WC
T3BSRIIE
S 32

A
S6|S5
cC
T 36 S
1984

77.36 Intersect the Seventh Standard Parallel South.

True point for the closing cor. of secs. 5 and 6, falls
on steep N slope and is unsafe to monument.

General Description

The area surveyed within Township 36 South, Range 11
East, is situated around the townsite of Ticaboo, Utah.
The elevation varies from 4050 ft. above sea level to
5050 ft. above sea level. General drainage is to the
south along Hansen Creek and into Lake Powell. The
ticaboo townsite is located in section 16. Access to the
township is by Utah State Highway No. 276 which enters
the township in section 2 on the north boundary and exits
the south boundary in section 32.

The area surveyed is used pr1marily for m1n1ng and
livestock grazing.

The mean magnetic declination is 13 1/20 East.
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- Township 37 South, Range 11 East, Salt Lake Meridian, Utah

CHAINS

The following field notes are those of the survey of a
portion of the subdivisional 1ines and a partial
subdivisional survey of eight sections, Township 37
South, Range 11 East, Salt Lake Meridian, Utah.

History of Surveys

Surveyed by Retr. or Resurveyed by
SOUTH_BOUNDARY | |
ATl : Lane, Chappell and Sylvester
1957
EAST BOUNDARY
All Lane and Sylvester 1957
WEST BOUNDARY
A1l Lane, Owens and Griffin
1957
NORTH_BOUNDARY
A1l Lane and Sylvester 1957
SUBDIVISION |
All Lane and Sylvester 1957

The survey was executed in accordance with specifications
set forth in the Manual of Surveying Instructions, 1973,
and the Special Instructions for Group 647, Utah, dated
[March 15, 1984, o

The directions of lines refer to the true meridians
determined by observations on Polaris and direct altitude
observations of the sun, and protected by sustained
angulation throughout the survey.

The geographic position of the true point for the
southeast corner of section 24, as determined by
calculation from U.S.G.S. tri-station "HOSK", located in
section 28, is as follows: ,

Latitude 379 34' 10.34" N. Longitude 1100 38' 11.86" W.

The mean magnetic declination as projected from U.S.
|Geological Survey "Magnetic Declination Map of 1980", is
13 1/29 East.

INOTE: The Glen Canyon National Recreation Area boundary
runs throughout the township. A number of the section
corners are marked GCNRA which stands for Glen Canyon
INational Recreation Area. -
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

Beginning at the true point for the cor. of secs. 24 and
25, on the E. bdy. of the Tp., from which the witness
cor: bears North, 0.30 chs. dist., monumented with an
iron post, 2 1/2 ins. diam., firmly set, and in a mound
of stone 3 ft. base, to top of brass cap, mkd. as
described in the official record of the 1957 survey.

West, bet. secs. 24 and 25.
40.00 |Point for the 1/4 sec. cor. of secs. 24 and 25.
Set an aluminum post, 30 ins. Tong, 2 1/2 ins. diam.,

over cross (X) chiseled in solid sandstone, and in a
mound of stone, 4 ft. base, to top of aluminum cap, mkd.

T37SRI1E
S 24
1/4 S 25
- 1984

80.00 Point for the cor. of secs. 23, 24, 25, and 26.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T37SRI11E
S23 | S 24
$26 | S 25

1984

N. 00 01'W., bet. secs. 23 and 24.
-40.00 |Point for the 1/4 sec. cor. of secs. 23 and 24,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T37SRI11E
1{4
S 23 } S 24

GCNRA -
1984

‘ 80.00 Point for the cor. of secs. 13, 14, 23, and 24.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins., in the ground, and in a collar of stone, with
aluminum cap mkd.

T3 SRI11E.
S 14| S 13
23 1 S 24
1984

From the cor. of secs. 13 and 24, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, and in a mound of stone, 3 ft. base, to top,
with brass cap, mkd. as described in the official record
of the 1957 survey.
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

- 40.00

80.00

40.00

| 80.00

6.00
40.02

'N. 890 57' W., bet. secs. 13 and 24.
Point for the 1/4 sec. cor. of secs. 13 and 24.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37 SRI11E
G
S13 €

1/4 S24 N
R
1984 A

Raise a mound of stone, 2 1/2 ft. base, 1 1/2 ft. high, N
of cor.

‘The cor. of secs. 13, 14, 23, and 24,

N. 00 01' W., bet. secs. 13 and 14.

|Point for the 1/4 sec. cor. of secs. 13 and 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
1/4

|
S 14 ‘ S 13
1984
Point for the cor. of secs. 11, 12, 13, and 14,
Set an iron post, 12 ins. long, 1 in. diam., in a drill
hole, 10 in. deep, in exposed sandstone surface, with
brass cap mkd.

T37SRIIE
S11] 5§12

1984

From the cor. of secs. 12 and 13, on the E.bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, and in a mound of stone, 3 1/2 ft., with
brass cap, mkd. as described in the official record of
the 1957 survey.

N. 890 57' W., bet. secs. 12 and 13.
Smith Fork, drains S.
Point for the 1/4 sec. cor. of secs. 12 and 13.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
- G

S12 ¢C

1/4 S13 N
_ R
1984 A
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Survey of a Portion of the Subdivisional Lines,
T. 37.S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

Raise a mound of stone, 3 1/2 ft. base; 1 1/2 ft. high,
of cor.

80.04 The cor. of secs. 11, 12, 13, and 14.

N._.Oo 03' E., bet. secs. 11 and 12.
40.00 Point for the 1/4 sec. cor. of secs. 11 and 12,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRILE
1{4
S11| S 12

l
1984

80.00 The cor. of secs. 1, 2, 11, and 12, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6

| ins. above ground, with brass cap, mkd. as described 1in
the official record of the 1957 survey. '

From the cor. of secs. 1 and 12, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, and in a mound of stone, with brass cap, mkd.
as described in the official record of the 1957 survey.
N. 890 49' W., bet. secs. 1 and 12.

33.50 Smith Fork, drains SSE.

139.99 Point for the 1/4 sec. cor. of secs. 1 and 12.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI1E
-G

S c

174 si2 N
R

1984 A

79.98 The cor. of secs. 1, 2, 11, and 12,

From the cor. of secs. 23, 24, 25, and 26.

West, bet. secs. 23 and 26.

40.00 True point for the 1/4 sec. cor. of secs. 23 and 26,
falls in bottom of deep draw, drains SW and is unsafe to
monument. ~

41.06 Point selected for the witness cor. to the 1/4 sec. cor{
of secs. 23 and 26.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

WC
T37SRI11E

S 23 >
1/4 S 26

1984

80.00 Point for the cor. of secs. 22, 23, 26, and 27.

(Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T37SRI1E
S2 ]S 23
S27 | S 26

1984

N. 890 57' W., bet. secs. 22 and 27.
28.60 Point selected for the witness point of secs. 22 and 27.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
|ins. in the ground, with aluminum cap mkd.

WP
T37SRI11E
S 22
1/4 S 27
1984

35.00 East shoreline of Lake Powell.

40.02 Point for the 1/4 sec. cor. of secs. 22 and 27, falls in
; Lake Powell,

57.00 West shoreline of Lake Powell.

80.04 The cor. of secs. 21, 22, 27, and 28, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 4
ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

From the cor. of secs. 22, 23, 26, and 27.

N. 00 01' W., bet. secs. 22 and 23.

40.00 Point for the 1/4 sec. cor. of secs. 22 and 23.

Set an aluminum post, 30 ins. long; 2 1/2 ins. diam., 8
ins. in the ground to bedrock, and ‘in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T37SRI11E
1/4

|
S 22 { S 23
1984

220D

80.00 |Point for the cor. of secs. 14, 15, 22, and 23.

Form 9600—10a (March 1984) USDI — BLM FIELD NOTE PAPER




32
6

Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E

S$15 | S 14
S22 S 23

1984

220D

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W
of cor. ~

From the cor. of secs. 13, 14, 23, and 24.

S. 899 59' W., bet. secs. 14 and 23.

39.99 Point for the 1/4 sec. cor. of secs. 14 and 23.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 4

ins. in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

T37SRI11E
S 14

1/4 S 23
1984

79.98 The cor. of secs. 14, 15, 22, and 23.

N. 899 59' W., bet. secs. 15 and 22.
. 40.03 Point for the 1/4 sec. cor. of secs. 15 and 22.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 12

ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T37SRI11E
S 15

1/4 S 22

_ 1984

74.50 Hansen Creek, drains SW.

80.06 The cor. of secs. 15, 16, 21, and 22, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 8
|ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

From the cor. of secs. 14, 15, 22, and 23.
N. 00 01' W., bet. secs. 14 and 15.
| 40.00 Point for the 1/4 sec. cor{ of secs. 14 and 15.

Set an aluminum post, 30 ins. long, .2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

T37SRI11E
1/4

|
S14] S 15

I
1984

=D20Mm

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W
of cor.

80.00 'Point for the cor. of secs. 10, 11, 14, and 15.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24 |
ins. in the ground, with aluminum cap mkd.

T37SRI11E
S10| s 11
15 ] S 14
1984

From the cor. of secs. 11, 12, 13,vand 14.

S. 890 59' W., bet. secs. 11 and 14.

39.97 Point for the 1/4 sec. cor. of secs. 11 and 14.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T37SRI11E

S 11
1/4 ~S14

| 1984
79.94 The cor. of secs. 10, 11, 14, and 15.

N. 890 59' W., bet. secs. 10 and 15.
40.04 |Point for the 1/4 sec. cor. of secs. 10 and 15.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 15

ins. in the ground to bedrock, and in a mound of stone,
3 1/2 ft. base, to top of aluminum cap, mkd.

T37SRI11E
S 10

1/4 S 15
1984

80.08 The cor. of secs. 9, 10, 15, and 16, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

From the cor. of secs. 10, 11, 14, and 15.
N. 00 01' W., bet. secs. 10 and 11.
40.01 Point for the 1/4 sec. cor. of secs. 10 and 11.
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. lTong, 2 1/2 ins. diam., 22
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T37 SRI11E
1{4
$10] s 11

l
1984

80.02 The cor. of secs. 2, 3, 10, and 11, monumented with an
iron post, 2 1/2 ins. diam,, firmly set, protruding 8
ins. above mound of stone, with brass cap, mkd. as
described in the official record of the 1957 survey.

West, bet. secs. 3 and 10. ‘
40.04 Point for the 1/4 sec. cor. of secs. 3 and 10.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37 SRI11E
S3

1/4 S 10
1984

68.00 Unimproved road, bears NE and SW.

80.08 The cor. of secs. 3, 4, 9, and 10, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 3
ins. above mound of stone, with brass cap, mkd. as
described in the official record of the 1957 survey.

From the cor. of secs. 21, 22, 27, and 28.

West, bet. secs. 21 and 28.

40.00 Point for the 1/4 sec. cor. of secs. 21 and 28.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22

ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T37 SR11E
S 21

1/4 S 28
1984

| 52.35 Center line of Utah State Highway No. 276, curves S to
Bullfrog Marina and NW to Ticaboo, Utah.

80.00 |Point for the cor. of sec. 20, 21, 28, and 29.

Set an iron post, 12 ins. long, 1 in. diam., in a drill
hole, 10 ins. deep, in a sandstone surface, with brass

cap mkd.
T37 SR11E
G
S20|s21 ¢
N
R
1984 A
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

25.00

- 39.97

79.94

140.00

72.05
76.35
80.00

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W|
of cor.

N. 00 04' W., bet. secs. 20 and 21.

Center line of Utah State Highway No. 276, bears SE and
NW.

Point for the 1/4 sec. cor. of secs. 20 and 21.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI1E
1/4 G

| c

$20] S21 N

I R

1984 A

The cor. of secs. 16, 17, 20, and 21, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6
ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

West, bet. secs. 4 and 9.

From the cor. of secs. 8, 9, 16, and 17, monumented with
an iron post, 2 1/2 ins. diam., firmly set, protruding 2
ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.
N. 00 03' W., bet. secs. 8 and 9.
Point for the 1/4 sec. cor. of secs. 8 and 9.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,
over cross (X) chiseled in solid sandstone, and in a
mound of stone, 4 ft. base, to top of aluminum cap, mkd.
T3 SRI11E
1{4
S8 ; S 9

1984
Dirt road, bear W and SE.
Hansen Creek, 20 1ks. wide, 8 ins. deep, flows SE.
Point for the cor. of secs. 4, 5, 8, and 9.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E

From the cor. of secs. 3, 4, 9, and 10.

"~ Form 9600~10a (March 1984) USDI — BLM
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

: 39.99 Point for the 1/4 sec. cor. of secs. 4 and 9.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
S 4

1/4 S 9
1984

79.98 | The cor. of secs. 4, 5, 8, and 9.

N. 00 02' E., bet. secs. 4 and 5.
40.00 Point for the 1/4 sec. cor. of secs. 4 and 5.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
1{4
S5|5S4

1984

80.01 The cor. of secs. 4, 5, 32, and 33, on the N. bdy.,
monumented with an iron post, 2 1/2 ins. diam., firmly
set, protruding 4 ins. above mound of stone, with brass
cap, mkd. as described in the official record of the 1957
survey.

From the cor. of secs. 20, 21, 28, and 29.
West, bet. secs. 20 and 29.
40,00 Point for the 1/4 sec. cor. of secs. 20 and 29.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
S 20
1/4 S 29
GCNRA
1984

80,00 Point for the cor. of secs. 19, 20, 29, and 30.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
lins. in the ground, with aluminum cap mkd.

T37 SR11 E.
Ss191s20
$30 ]S 29

GCNRA
1984

from which

U.S.G.S. triangulation station "HOSK", bears
S. 500 04' 00" E. 105.92 chs. dist., monumented
with a standard disk, welded to a pipe, 2 1/2
ins. diam., protruding 18 ins. above ground, with
brass cap, mkd. HOSK U129 1953 and a triangle.
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

S. 890 59' W., bet. secs. 19 and 30.

- 40,00 Point for the 1/4 sec. cor. of secs. 19 and 30, falls in
bottom of draw and is unsafe to monument.

41.00 Point selected for the witness cor. to the 1/4 sec. cor.
of secs. 19 and 30.

Set an aluminum post, 30 ins. long, 2 1/2 ins, diam., 24
ins. in the ground, with aluminum cap mkd.

WC
T37SRI11E
S 19
1/4 S 30>r
GCNRA
1984

80.00 Point for the 80 1/16 sec. cor. of secs. 19 and 30.

Set an aluminum post, 30 ins. lTong, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI1E
S 19
80 1/16 S 30
1984

114.55 The cor. of secs. 19, 24, 25, and 30, on the W. bdy. of
the Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, projecting 6 ins. above ground, with brass
cap, mkd. as described in the official record of the 1957
survey.

From the cor. of secs. 19, 20, 29, and 30.
N. 00 03' W., bet. secs. 19 and 20.

7.80 Burr Trail Road (gravel), curves NE to intersection of
Utah State Highway No. 276 and NW to Boulder, Utah.

40.00 |Point for the 1/4 sec. cor. of secs. 19 and 20.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
1{4
S 19 } S 20

1984
80.00 Point for the cor. of secs. 17, 18, 19, and 20.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37 SRI11E
S$18 | S 17
S1

1984

Form 9600—10a (March 1984) USDI — BLM ‘ FIELD NOTE PAPER
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 16, 17, 20, and 21.

N. 890 57' W., bet. secs. 17 and 20.

25.00 Utah State Highway No. 276, bear N. 70 W. and S. 70 E.
| 40,01 Point for the 1/4 sec. cor. of secs. 17 and 20.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37 SRI11E
S 17

1/4 S 20
1984

80.02 The cor. of secs. 17, 18, 19, and 20.

N. 890 59' W,, bet. secs. 18 and 19.
40.00 Point for the 1/4 sec. cor. of secs. 18 and 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd. '

T37 SRI11E

G

C S 18
N1/4 S 19
R NN
A

1984
79.25 [Point selected for the witness cor. to the 80 1/16 sec.

cor, of secs. 18 and 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WC
T37SRI11E
S 18
80 1/16 ~ S 19
1984

80.00 True point for the 80 1/16 sec. cor. of secs. 18 and 19,
falls in bottom of wash and is unsafe to monument.

114.46 The cor. of secs. 13, 18, 19, and 24, on the W. bdy. of
the Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 4 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1957 survey. ‘

From the cor. of secs. 17, 18, 19, and 20.

N. 09 03' W., bet. secs. 17 and 18.

10.80 Fence 1ine, bears E and W.

40.00 Point for the 1/4 sec. cor. of secs. 17 and 18.
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI1E
1{4

S 18 } S 17
1984

80.00 'Point for the cor. of secs. 7, 8, 17, and 18.

Set an iron post, 12 ins. long, 1 in. diam., in drill
hole, 10 1ins. deep, with brass cap mkd.

T37SRI11E
S7 |S8
S18] S17

1984

'Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W
of cor. ~

From the cor. of secs. 8, 9, 16, and 17.
N. 899 57' W., bet. secs. 8 and 17.

34.08 Center line of Utah State Highway No. 276, bears N. 70 W.
and S. 79 E. '

40.02 Point for the 1/4 sec. cor. of secs. 8 and 17.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
S8

1/4 S 17
1984

80.04 The cor. of secs. 7, 8, 17, and 18.

S. 899 59' W., bet. secs. 7 and 18.

40.00 . |True point for the 1/4 sec. cor. of secs. 7 and 18, falls
S on face of ledge and cannot be monumented.

41,30 Point selected for the witness cor. to the 1/4 sec. cor.
of secs. 7 and 18,

Set an aluminum post, 30 ins. long, 2.1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WC
T37SRI11E

S 7
1/4 ~S 18

GCNRA
1984

80.00 |Point for the 80 1/16 sec. cor. of secs. 7 and 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins, diam., 24
ins. in the ground, with aluminum cap mkd.

Form 9600--10a (March 1984) USDI ~ BLM . FIELD NOTE PAPER
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Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

T37SRI11E
S7
80 1/16 S 18
GCNRA
1984 -

Set a sandstone boulder, 3 x 3 x 2 ft., N of cor.

114.36 True point for the cor. of secs. 7, 12, 13, and 18, on
the W. bdy. of the Tp., from which the witness cor. bears
North, 9.40 chs. dist., monumented with an iron post,
firmly set, protruding 4 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1957 survey.

From the cor. of secs. 7, 8, 17, and 18.
N. 00 03' W., bet. secs. 7 and 8.
40,00 Point for the 1/4 sec. cor. of secs. 7 and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
1{4
S7]s8

|
1984
80.00 Point for the cor. of secs. 5, 6, 7, and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI1LE
S6|S5
SEARE

1984

From the cor. of secs. 4, 5, 8, and 9.

N. 890 58' W., bet. secs. 5 and 8.

5.00 Hansen Creek, 20 1ks. wide, 4 ins. deep, flows SE.
7.50 |Dirt road, bear NW and SE.

40.01 Point for the 1/4 sec. cor. of secs. 5 and 8.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
S5

1/4 S8
1984

43.16 Center line of Utah State Highway No. 276, bears N. 79 W.
and S. 70 E '

Form 9600—10a (March 1984) USDI — BLM FIELD NOTE PAPER




41
15

Survey of a Portion of the Subdivisional Lines,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

80.02

40.00

80.00

114.23

40.00

79.95

The cor. of secs. 5, 6, 7, and 8.

West, bet. secs. 6 and 7.

'ins. in the ground to bedrock, and in a mound of stone,

Point for the 1/4 sec. cor. of secs. 6 and 7.
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 12

4 1/2 ft. base, to top of aluminum cap, mkd.

T37SRI1E
S 6

1/4 S7
1984

Point for the 80 1/16 sec. cor. of secs. 6 and 7.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
S6
80 1/16 = S 7
1984

Raise a mound of stone 3 1/2 ft. base, 1 1/2 ft. high, N
of cor.

The cor. of secs. 1, 6, 7, and 12, on the W. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above ground, with brass
cap, mkd. as described in the official record of the 1957
survey.

From the cor. of secs. 5, 6, 7, and 8.

N. 00 02' E., bet. secs. 5 and 6.
Point for the 1/4 sec. cor. of secs. 5 and 6.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
1/4

|
S6 { S5
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W|
of cor.

The cor. of secs. 5, 6, 31, and 32, on the N. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above ground, with brass
cap, mkd. as described in the official record of the 1957
survey. -

Partial Subdivision of Section 12,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

Form 9600—10a (March 1984) USDI ~ BLM
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Partial Subdivision Survey of Section 12,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS v
From the 1/4 sec. cor. of secs. 12 and 13.

N. 00 01' E., on the N and S center line of sec. 12.

40.00 Point for the center 1/4 sec. cor. of sec. 12, at
intersection with the E and W center 1ine.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
C1l/4 S 23
1984

BPOZ20O0m

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W|
of cor. ‘

79.92 The 1/4 sec. cor. of secs. 1 and 12,

From the true point for the 1/4 sec. cor. of sec. 12, on
the E. bdy. of the Tp., from which the witness cor. bears
South, 2.81 chs. dist., monumented with an iron post,
firmly set, protruding 4 ins. above a mound of stone,
with brass cap, mkd. as described in the official record
of the 1957 survey.

N. 890 57' W., on the E and W center line of sec. 12.
22.00 Smith Fork, drains S.

1140.01 The center 1/4 sec. cor. of sec. 12.

80.01 The 1/4 sec. cor. of secs. 11 and 12.

Partia1 Subdivision Survey of Section 13,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of secs. 13 and 24.
N. 00 01'W., on the N and S center line of sec. 13.

39.96 Point fdr the center 1/4 sec. cor. of sec. 13, at
intersection with the E and W center line,

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
G
C1/4 s13 C
N
1984 R
v A

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W|
of cor.

80.00 {The 1/4 sec. cor. of secs. 12 and 13.

Form 9600~10a (March 1984) USDI - BLM ‘ FIELD NOTE PAPER
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Partial Subdivision Survey of Section 13,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

| From the 1/4 sec. cor. of sec. 13, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above ground, with brass
cap, mkd. as described in the official record of the 1957
survey.

N. 890 53' W., on the E and W center line of sec. 13.
| 40.05 | The center 1/4 sec cor. of sec. 13.
80.05 The 1/4 sec. cor. of secs. 13 and 14.

Partial Subdivision Survey of Section 15,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of secs. 15 and 22.
N. 00 02'W., on the N and S center line of sec. 15.

40.01 Point for the center 1/4 sec. cor. of sec. 15, at
intersection with the E and W center line. -

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 12
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T37SRI11E
C14 S 15
GCNRA
1984

80.02 The 1/4 sec. cor. of secs. 10 and 15.

{From the 1/4 sec. cor. of secs. 14 and 15.

N. 890 59' W. on the E and W center line of sec. 15.
40.03 The center 1/4 sec. cor. of sec. 15.

80.06 |The 1/4 sec. cor. of secs. 15 and 16.

Partial Subdivision Survey of Section 16,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of secs. 16 and 21, monumented
|with an iron post, 2 1/2 ins. diam., firmly set,
protruding 6 ins. above ground, with brass cap, mkd. as
described in the official record of the 1957 survey.

IN. 00 02' W., on the N and S center line of sec. 16.

39.99 ~Point for the center 1/4 sec. cor. of sec. 16, at
Jintersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
C1l/4 S 16
GCNRA
1984
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Partial Subdivision Survey of Section 16,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

80.01 The 1/4 sec. cor. of secs. 9 and 16, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 4
ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

From the 1/4 sec. cor. of secs. 15 and 16, monumented
with an iron post, 2 1/2 ins. diam., firmly set,
protruding 6 ins. above mound of stone, with brass cap,
mkd. as described in the official record of the 1957
survey.

West, on the E and W center line of sec. 16.

13.50 |Hansen Creek, drains S.

39.98 The center 1/4 sec. cor. of sec. 16.

79.98 The 1/4 sec. cor. of secs. 16 and 17, monumented with an
iron post, 2 1/2 ins. diam., firmly set, protruding 6

ins. above ground, with brass cap, mkd. as described in
the official record of the 1957 survey.

Partial Subdivision Survey of Section 18,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of secs. 18 and 19.
N. 0° 03' W., on the N and S center line of sec. 18.
10.46 Fence line, bears E and W.

1.39.95 Point selected for the witness cor. to the center 1/4
| - |sec. cor. of sec. 18.

Set an aluminum post, 12 ins. long, 1 in. diam., in drill
hole, 10 ins. deep,, and in a collar of stone, with
aluminum cap mkd.

WCe
GT37SRI11E

¢
NC 1/4¢S 18
R

A 1984

40.01 True point for the center 1/4 sec. cor. of sec. 18, at
intersection with the E and W center line, falls in deep
narrow ravine and cannot be monumented.

80.00 True point for the 1/4 sec. cor. of secs. 7 and 18.

From the 1/4 sec. cor. of secs. 17 and 18.

N. 89% 59' W., on the E and W center line of sec. 18.
40.00 [True point for the center 1/4 sec. cor. of sec. 18.
80.00 Point for the center 80 1/16 sec. cor. of sec. 18.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 2

ins, in the ground to bedrock, and in a mound of stone,
4 1/2 ft. base, to top of aluminum cap, mkd.

Form 9600—10a (March 1984) USDI — BLM ‘ FIELD NOTE PAPER
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Partial Subdivision Survey of Section 18,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

S 18

C 8 1/16 C
GCNRA
1984

114.40 The 1/4 sec. cor. of secs. 13 and 18, on the W. bdy.,
monumented with an iron post, 2 1/2 ins. diam., firmly
set, protruding 6 ins. above mound of stone, with brass
cap, mkd. as described in the official record of the 1957
survey.

Partial Subdivision Survey of Section 19,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

From the true point for the 1/4 sec. cor. of secs. 19 and|
30.

N. 0° 03' W., on the N and S center line of sec. 19.
25.90 Burr Trail road (gravel), bears NW and SE.

26.36 |Point selected for a witness point on the Glen Canyon
National Recreation Area boundary in sec. 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

TZOD
®O—— O
7
pa—ry
©

40.00 Point for the center 1/4 sec. cor. of sec. 19, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI1E
G
C Cl1/4 S 19
N
R

A 1984

61.50 Point selected for a witness point on the Glen Canyon
National Recreation Area boundary in sec. 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WP
C

S 19

P20

|
l
l
C
1984
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Partial Subdivision Survey of Section 19,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

CHAINS

80.00 The 1/4 sec.cor. of secs. 18 and 19.

From the 1/4 sec. cor. of secs. 19 and 20.

N. 890 59' W. on the E and W centgr line of sec. 19.
40.00 |The center 1/4 sec. cor. of sec. 19.

69.40 - {Burr Trail road (gravel), bear NW and SE.

| 80.00  |Point for the center 80 1/16 sec. cor. of sec. 19.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

80 1/16
c S 19 C
1984

114.51 The 1/4 sec. cor. of secs. 19 and 24, on the W. bdy. of
the Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above mound of stone, with
brass cap mkd. as described in the official record of the
1957 survey. '

Partial Subdivision Survey of Section 23,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

‘| From true point for the 1/4 sec. cor. of secs. 23 and 26,
N. 00 02' W., on the N and S center line of sec. 23.

740.00 Point for the center 1/4 sec. cor. of sec. 23, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E
C1/4 § 23
GCNRA
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W|
of cor.

180.00 The 1/4 sec. cor. of secs. 14 and 23.

From the 1/4 sec. cor. of secs. 23 and 24.

S. 899 59' W., on the E and W center line of sec. 23.
| 40.00 The center 1/4 sec. cor. of sec. 23.

79.99 The 1/4 sec. cor. of secs. 22 and 23.

Partial Subdivision Survey of Section 24,
T. 37 S., R. 11 E., Salt Lake Meridian, Utah

Form 9600—10a (March 1984) USDI — BLM FIELD NOTE PAPER
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Partial Subdivision Survey of Section 24,
1..37 8., R.11E.. Salt Lake Meridian., Utah

CHAINS
From the 1/4 sec. cor. of secs. 24 and 25.
N. 00 01" W., on the N and S center line of sec. 24.

39.95 Point for the center 1/4 sec. cor. of sec. 24, at
1ntersection with the E and W.center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T37SRI11E

G
c
C1/4 S24 N
R
A

GCNR
1984

Raise a mound of stone, 3 1/2 ft. base, 1 1/2 ft. high, W
of cor.

68.25 Point selected for a witness point on the Glen Canyon
National Recreation Area boundary in sec. 24.

Set an aluminum post, 30 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

WP
C G
| ¢

s2¢0] N
| R
C A
1984

79.97 The 1/4 sec. cor. of secs. 13 and 24.

From the 1/4 sec. cor. of sec. 24, on the E. bdy. of the
Tp., monumented with an iron post, 2 1/2 ins. diam.,
firmly set, protruding 6 ins. above mound of stone, with
brass cap, mkd. as described in the official record of
the 1957 survey.

N. 890 56' W., on the E and W center line of sec. 24.
40.03 The center 1/4 sec. cor. of sec. 24,
80.03 The 1/4 sec. cor. of secs. 23 and 24.

General Description

The area surveyed within Township 37 South, Range 11
East, is situated between Ticaboo, Utah, and the Bullfrog
IMarina. The elevation varies from 3800 ft. above sea
level to about 4400 ft. above sea level. General
|[drainage is to the south and southeast into Lake Powell.
The Bullfrog Landing Strip is located in sections 32 and
33. Utah State Highway No. 276 passes through the
township in a north and south direction and the Burr
Trail road from Boulder, Utah, enters the township from
the west boundary in section 19 and intersects Utah State
[Highway No. 276 in section 20.

The area surveyed is used primarily for recreation and
Tivestock grazing.

The mean magnetic declination is 13 1/20 East..
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CERTIFICATE OF SURVEY .

D (WHXX ~ Jerry L.'ThomasgiSUpéryisOry'Cadastra1‘Surveyor -, HEREBY .
CERTIFY upon honot that, in pu/rsuance:é'ff‘épecial,',inStffﬂcfiéns bearing date of the 15th day
of  March ;19 g4D (Wekpptve surveyed a portion of the subdivisional

T1ines and surveyed the subdivision of certain sections of Township 37 South,
Range 11 East . el el fr

‘f/.i

of the. ‘ Salt Lake Meridian, in the State of _  Utah’ Wthh ,
are represented-in the foregbing field notes as- having been executed by (me), (%j()xand under (my)
(Ouwxiirection; and that-said survey has been m‘ade in strict conformity with said special.inétruc-
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

March 3, 1986

ol s AR

(Date) /Cadastral Surveyor)
- ! Supervisory
(Date) . ) (Cadastra 1: Survéeyor)

CERTIFICATE OF APPROVAL

BUREAU OF LAND ‘MANAGEMENT
Washmgton D.C.

The foregoin field notes of the survey. of a. portion of the. subdivisiona] lines, and
the subdfvision survey of certain sections of T 37 S., R 11 E., Salt Lake
Meridian, Utah

executed by dJerry L. Thomas, Subehvisdry'CadaStral Surveyor

having been critically examined and found correct, are’ hereby approved

April 29, 1986 o ,/fgi/tfz/;4 YA 7%ééﬂéf¢éﬂ

(Date) SR XX EKARIOTRRIIN KRR XXX KX XXX
S Chief Cadastral Surveyor for Utah

e AR TRANMCOCRIDT.
- A4 | |‘\I‘\|‘\l\.¢'\|| L) B

I CERTIFY That the foregol

{Date)

Chief Cadastra1 Surveyor for Utah
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Township 38 South, Range 22 East, Salt Lake Meridian, Utah

CHAINS

The following field notes describe the dependent resurvey
of a portion of the south boundary, a portion of the
subdivisional Tines and a subdivision survey of sections
13, 14, 15, 21, 22, 23, 24, 25, 26, 27, 28, 33, and 35,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah.

History of Surveys

Surveyed by Retr. or Resurveyed by
EAST BOUNDARY (Colorado Guide Meridian)
AT] F. Dickert 1878
All A.P. Hanson 1907
A1l J.C. Thoma 1912
Portion R.A. Zaninovich
Concurrently
SOQUTH BOUNDARY -
All D.B. Miller and 1912
J.C. Thoma
|SUBDIVISION
AT D.B. Miller and 1912
J.C. Thoma

The survey were executed in accordance with
specifications set forth in the Manual of Surveying
Instructions, 1973, and the Special Instructions for
Group 645, Utah, dated January 25, 1984.

The direction of the lines of this survey were determined
by reference to true meridians established on line by
direct observations on Polaris, The lines were carried
forward by sustained angulations, being supplemented by
other observations on Polaris taken throughout the
progress of the survey.

Preliminary to the resurvey, the lines of the original
survey were retraced and a diligent search was made for
any evidence of the original field note record.
Identified corners were remonumented in their original
positions, lost corners were restored and monumented at
proportionate positions based on the original record.
The retracement data were thoroughly verified and only
the true line field notes are given herein.

The geographic position of the corner of sections 1, 2,
35, and 36, on the south boundary of the township, as
determined from a tie made to U.S.C. & G.S. triangulation
station "RECAPTURE", is as follows:

Latitude 370 25' 56.95" N. Longitude 1090 27' 26.52" W.
The mean magnetic declination as projected from the U.S.

Geological Survey "Magnetic Declination Map of 1980 is
14 1/20 E.

Dependent Resurvey of a Portion of the South Boundary,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

‘Form 9600~10a (March 1984) USDI — BLM | FIELD NOTE PAPER
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Dependent Resurvey of a'Portion of the South Boundary,:
' T. 38 S., R. 22 E., Salt Lake Meridian, Utah :

CHAINS

(Reestablishment of the Survey Executed by
D.B. Miller and J.C. Thoma, Deputy Surveyors in 1912)

Beginning at the cor. of secs. 1, 2, 35, and 36, on the
S. bdy. of the Tp., monumented with an iron post, 3 ins.
diam., set on solid rock, and in a mound of stone, 4 ft.
base, to top of brass cap, mkd. as described in the
official record of the 1912 survey.

from which

United States Coast and Geodetic Survey
Triangulation Station "RECAPTURE, 1936", bears
N. 699 42.2' W., 44.288 chs. dist., monumented
with a standard brass cap, 3 1/2 ins. diam.,
firmly cemented into concrete post, projecting 6
ins. above ground, with top mkd. "RECAPTURE,
1936" and a triangle. '

N. 890 54' W., bet. secs. 2 and 35.

Over broken land, through scattered pinon and juniper
growth, _

40.12 Point for the 1/4 sec. cor. of secs. 2 and 35, at
proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 14
ins. in the ground to bedrock, and in a mound of stone, 3
ft. base, to top of aluminum cap, mkd.

T38SR22E
S 35
1/4 S2
T39S
1984

Cor. is located on spur, projecting S.

60.00 Center line of U.S. Highway No. 191 (scaled), bears N and
S. .

80.24 The cor. of secs. 2, 3, 34, and 35, monumented with an
iron post, 3 ins. diam., set in a mound of stone, with
brass cap, mkd. as described in the official record of
the 1912 survey.

From the cor. of secs. 3, 4, 33, and 34, monumented with
an iron post, 3 ins. diam., projecting 12 ins. above
ground, and in a mound of stone, with brass cap, mkd. as
described in the official record of the 1912 survey.

N. 890 54' W., bet. secs. 4 and 33.

Over broken land, through scattered pinon and juniper
growth.

39.95 The 1/4 sec. cor. of secs. 4 and 33, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground
and in a mound of stone, with brass cap, mkd. as
described in the official record of the 1912 survey.

Form 9600-10a (March 1984) USDI‘-- BLM ? FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the South Boundary
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS
N. 899 57' W., beginning new measurement.

39.98 The ‘cor. of secs. 4, 5, 32, and 33, monumented with an
iron post, 3 ins. diam., set in a mound of stone, 3 ft.
base, to top of brass cap, mkd. as described in the
official record of the 1912 survey.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
D.B. Miller and J.C. Thoma, Deputy Surveyors in 1912)

From the cor. of secs. 1, 2, 35, and 36, on the S. bdy of
the Tp., hereinbefore described. -

N. 00 13' E., bet. secs. 35 and 36.

Over broken land, through pinon and juniper growth.
39.98 The 1/4 sec. cor. of secs. 35 and 36, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,

with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 28' E., beginning new measurement.

39.82 The cor. of secs. 25, 26, 35, and 36, monumented with an
iron post, 2 ins. diam., set in a mound of stone, 4 ft.
base, to top of brass cap, mkd. as described in the
official record of the 1912 survey.

From the cor. of secs. 25, 30, 31, and 36, on the E. bdy.
of the Tp., described in the concurrent resurvey of
To 38 So’ Ro 23 Eo

S. 890 55' W., bet. secs. 25 and 36.

Over broken land, through scattered pinon and juniper
growth.

39.83 The 1/4 sec. cor. of secs. 25 and 36, monumented with an
‘ iron post, 1 in. diam., projecting 14 ins. above ground,
and in a mound of stone, 3 ft. base to top of brass cap,
mkd. as described in the official record of the 1912
survey.

S. 890 51' W., beginning new measurement.

39.96  {The cor. of secs. 25, 26, 35, and 36.

IN. 00 10' W., bet. secs. 25 and 26.

Over broken land, through scattered pinon and juniper
growth. ‘

Form 9600--10a (March 1984) USDI — BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 22 E,, Salt Lake Meridian, Utah

CHAINS

40,04 The 1/4 sec. cor. of secs. 25 and 26, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,
and in a collar of stone, with brass cap, mkd. as
described in the official record of the 1912 survey.

N. 00 11' E., beginning new measurement.

- 40.03 The cor. of secs. 23, 24, 25, and 26, monumented with an-.
iron post, 2 ins. diam., projecting 12 ins. above ground,
with brass cap, mkd. as described in the official record

of the 1912 survey. :

From the cor. of secs.19, 24, 25, and 30, on the E. bdy.
of the Tp., described in the concurrent resurvey of
T. 38 S., R. 23 E.

N. 890 15' W. bet. secs. 24 and 25.

Over broken land, through scattered pinon and juniper
growth.

40.58 |The 1/4 sec. cor. of secs. 24 and 25, monumented with an |
iron post, 1 in. diam., projecting 18 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

S. 890 25' Y., beginning new measurement.

39.62 The cor. of secs. 23, 24, 25, and 26.

N. 00 11' E., bet. secs. 23 and 24.

Over broken land, through scattered pinon and juniper
growth.

39.97 The 1/4 sec. cor. of secs. 23 and 24, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground,
and in a mound of stone, with brass cap, mkd. as
described in the official record of the 1912 survey.

N. 00 11' E., beginning new measurement.

39.98 The cor. of secs. 13, 14, 23, and 24, monumented with an
iron post, 2 ins. diam., set in a mound of stone, with
brass cap, mkd. as described in the official record of
the 1912 survey.

From the true point for the cor. of secs. 13, 18, 19, and
24, on the E. bdy. of the Tp., described in the
concurrent resurvey of T. 38 S., R. 23 E.

N. 890 53' W., bet. secs. 13 and 24.

{Over broken land, through scattered‘pinon and juniper
growth.

40.06 The 1/4 sec. cor. of secs. 13 and 24, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground,
with brass cap, mkd. as described 1n the off1cia1 record
of the 1912 survey.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

N. 899 54' W., beginning new measurement.

40.05 |The cor. of secs. 13, 14, 23, and 24.

N. 00 11" E., bet. secs. 13 and 14.

Over broken land, through scattered pinon and juniper
growth.

40.01 The 1/4 sec. cor. of secs. 13 and 14, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,
and in a mound of stone, 3 ft. base, 2 ft. high, W of ’
cor., with brass cap, mkd. as described in the official
record of the 1912 survey.

N. 09 13' E., begihning new measurement.

39.88 The cor. of secs. 11, 12, 13, and 14, monumented with an
iron post, 2 ins. diam., projecting 12 ins. above ground,
and in a mound of stone, with brass cap, mkd. as
described in the official record of the 1912 survey.

From the cor. of secs. 7, 12, 13, and 18, on the E. bdy.
of the Tp., described in the concurrent resurvey of
T. 38 S., R. 23 E.

N. 890 57' W., bet. secs. 12 and 13.

Over broken land, through scattered pinon and juniper
growth. .

‘40.09  |The 1/4 sec. cor. of secs. 12 and 13, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground,
with brass cap, mkd. as described in the official record |
of the 1912 survey.

N. 899 55' W., beginning new measurement.

40.06 The cor. of secs. 11, 12, 13, and 14.

From the cor. of secs. 2, 3, 34, and 35, on the S. bdy.
of the Tp., hereinbefore described.

N. 00 03'E., bet. secs. 34 and 35.

Over broken land, through scattered pinon and juniper
growth. : :

39.95 The 1/4 sec. cor. of sec. 34 and 35 determined at record
bearing and distance from the original bearing tree

A juniper 8 ins. diam., bears N. 830 38' W.,
104 1ks. dist., mkd. 1/4 S34 BT.

At the corner point
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24

ins. in the ground, and in a collar of stone, with
aluminum cap mkd.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T, 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

T38SR22E
1/4
$34 | 5S35
1984

N. 00 18' E., beginning new measurement.

40.03 Point for the cor. of secs. 26, 27, 34, and 35, at
proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 6
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T3 SR22E
S 27 | S 26

5
1984

From the cor. of secs. 25, 26, 35, and 36.
N. 899 34' W., bet. secs. 26 and 35.

Over rolling land, through scattered pinon and juniper
growth.

40.38  |The 1/4 sec. cor. of secs. 26 and 35, determined at
record bearing and distance from the original bearing tref

A standing dead juniper, 7 ins. diam., bears
N. 850 30' W., 94 Tks. dist., mkd. 1/4 S26 BT.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T38SR22E
S 26
1/4 S35
1984

Deposit broken glass at base of aluminum post.

West, beginning new measurement.
0.415 {Center line of U.S. Highway No. 191, bear N and S.
40.07 The cor. of secs. 26, 27, 34, and 35.

N. 0° 02' E., bet. secs. 26 and 27.

Over rolling sandy land, through scattered pinon and
juniper growth.

40.03 Point for the 1/4 sec. cor. of secs. 26 and 27, at
proportionate distance; there is no remaining evidence of
the original corner.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, with aluminum cap mkd.

T38SR22E
1/4

|
S 27 { S 26
1984
80.06 The cor. of secs. 22, 23, 26, and 27, marked by a rebar
‘ and scattered mound of stone, from which the remaining
original bearing trees

A juniper, 12 ins. diam., bears S. 20 E., 93 1lks.
dist., mkd. T38S R22E S26 BT. :

A juniper, 12 ins. diam., bears S. 68° 30' W.,
110 1ks. dist., mkd. T38S R22E S27 BT.

A juniper, 12 ins. diam., bears N. 850 15' W.,
94 lks. dist., mkd. T38S R22E S22 BT.

At the corner point
Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, and in a mound of stone, 3
ft. base, to top of aluminum cap, mkd.
| T38SR22E
S22 | S 23

S27 1S 26
1984

Cor.is located on S edge of trail road, bears E-W

Deposit rebar alongside aluminum post.

From the cor. of secs. 23, 24, 25, and 26.
N. 899 47' W., bet. secs. 23 and 26.

Over rolling sandy land, through scattered pinon and
Juniper growth.

39.92 Center line of U.S. Highway No. 191, bears N-S

40.19 Point for the 1/4 sec. cor. of secs. 23 and 26, at
proportionate distance; there is no remaining evidence of
the original corner.

|Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T38SR22E
S 23
1/4 S 26
1984

Deposit broken glass at base of aluminum post.
ICor.is located on W edge of highway, bear N-S.
80.38 {The cor. of secs. 22, 23, 26, and 27.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

N. 00 20' E., bet. secs. 22 and 23

Over broken land, through scattered pinon and juniper
growth.

39.95 Point for the 1/4 sec. cor. of secs. 22 and 23, at
~ |proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground to bedrock, and in a mound of stone, 3
ft. base, to top of aluminum cap, mkd.

T38SR22E
1/4

I
S 22 l S 23
1984

79.90 The cor. of secs. 14, 15, 22, and 23, monumented with an
iron post, 2 ins. diam., set in a mound of stone, 3 ft.
base, to top of brass cap, mkd. as described in the
“lofficial record of the 1912 survey, from which the
original bearing trees

A standing dead juniper, 18 ins, diam., bears
N. 340 E., 165 1ks. dist., mkd. T38S R22E S14 BT.

A juniper, 15 ins. diam., bears S. 380 30' E., 108
1ks. dist., mkd. T38S R22E S23 BT.

From the cor. of secs. 13, 14, 23, and 24.
N. 890 47' W., bet. secs. 14 and 23.

Over rolling land, through scattered pinon and juniper
growth,

40.12 The 1/4 sec. cor. of secs. 14 and 23, determined at
record bearing and distance from the original bearing
trees

A juniper, 10 ins. diam., bears S. 440 W.,
40 1ks. dist., mkd. 1/4 S23 BT.

A juniper, 15 ins. diam., bears N. 470 W., 43 1ks.
dist., mkd. 1/4 S14 BT.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 6
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T38SR22E
S 14
1/4 S 23
1984

ICor. is located in small draw, drains S. 700 W.
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Dependent Resurvey of a Portion of the Subdivisional |
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

N. 890 52' W., beginning new measurement.
1.71 Center line of U.S. Highway No. 191, bear NW and SE.
- 40,03 The cor. of secs. 14, 15, 22, and 23.

N. 0° 09' E., bet. secs. 14 and 15.

Over broken land, through scattered pinon and juniper
growth,

40.01 Point for the 1/4 sec. cor. of secs. 14 and 15, at
proportionate distance. The original corner has been
bulldozed out. :

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 8
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T38SR22E
1{4
S 15 i S 14

1984
from which

A juniper, 16 ins. diam., bears N. 840 E., 44 1/2
Tks. dist., mkd. 1/4 S14 BT.

A juniper, 6 ins. diam., bears S. 58° W., 27 1lks.
dist., mkd. 1/4 S15 BT.

61.00 |Center 1ine of U.S. Highway No. 191 (scaled), bears
N. 390 W. and S. 39° E.

80.02 The cor. of secs. 10, 11, 14, and 15, determined at
record bearing and distance from the 3 remaining original
bearing trees

A juniper stump, 10 ins. diam., bears N. 730 30' E.
70 Tks. dist. ‘

A juniper, 10 ins. diam., bears S. 28° E., 113 1ks.
dist., mkd. T38S R22E S14 BT.

A juniper stump, 12 ins. diam., bears N. 380 W.
143 1ks. dist.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 8
lins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T38SR22E
S10 ]S 11

1984

from which a new bearing tree

A juniper, 12 ins. diam., bear S. 430 W.,
34 1ks. dist., mkd. T38S R22E S15 BT.
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Dependent Resurvey of a Portion of the Subdivisional -
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 11, 12, 13, and 14.
N. 890 32' W,, bet. secs. 11 and 14.

Over broken land, through scattered pinon and juniper
growth. :

40.09 The 1/4 sec. cor. of secs. 11 and 14, monumented with an
iron post, 1 in. diam., projecting 8 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 890 55' W. beginning new measurement.

40.10  |The cor. of secs. 10, 11, 14, and 15.

From the cor. of secs. 3, 4, 33, and 34, on the S. bdy.
of the Tp., hereinbefore described.

N. 00 02' E., bet. secs. 33 and 34.

Over broken land, through scattered pinon and juniper
growth. '

39,99 The 1/4 sec. cor. of secs. 33 and 34, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 09' E., beginning new measurement.

'39.92 The cor. of secs. 27, 28, 33, and 34, marked by a large
mound of stone set on solid rock; there is no iron post.

At the center of mound

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., on
solid rock, and in a mound of stone, 4 ft. base, to top
of aluminum cap, mkd.

T38SR22E
S 28 | S 27
$33[S 34

1984

From the cor. of secs. 26, 27, 34, and 35.
N. 899 59' W., bet. secs. 27 and 34.

Over broken land, through scattered pinon and juniper
growth. -

40.04 Point for the 1/4 sec. cor. of secs. 27 and 34, at
proportionate distance; there is no remaining evidence of
the original corner. : '

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam.,‘22'
{ins. in the ground, and in a collar of stone, with
aluminum cap mkd.
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

T38SR22E
S 27
174 S 34
1984

80.08 The cor. of secs. 27, 28, 33, and 34.

N. 00 13' E., bet. secs. 27 and 28.

Over broken land, through scattered pinon and juniper
growth,

39.95 The 1/4 sec. cor. of secs. 27 and 28, determined at
record distance from the original bearing trees

A juniper, 8 ins. diam., bears S. 680 E., 38 1ks.
dist., mkd. 1/4 S27 BT. (Record, S. 99 30' E.)

A juniper, 10 ins. diam., bears N. 799 W., 38 1lks.
dist., mkd. 1/4 S28 BT. (Record, N. 279 30' W.)

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 8 |
ins. in the ground to bedrock, and in a mound of stone, 3
ft. base, to top of aluminum cap, mkd.

T3SR2E
1/4

S28 | S 27

|
1984

N. 09 10' E., beginning new measurement.

40.00 The cor. of secs. 21, 22, 27, and 28, marked by a mound
of stone, 4 ft. base, 2 ft. high. There is no iron post.

At the center of mound

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., on
solid rock, and in a mound of stone, 4 ft. base, to top
of aluminum cap, mkd.

T3BSR22E
S21 ]S 22
S28 | S 27

1984

From the cor. of secs. 22, 23, 26, and 27.
S. 890 56' W., bet. secs. 22 and 27.

Over broken land, through scattered pinon and juniper
growth. ,

39.92 Point for the 1/4 sec. cor. of secs. 22 and 27, at .
proportionate distance; there is no remaining evidence of
the original witness corner.
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Dependent Resurvey of a Portion of the Subdivisional -
Lines, T .38.S.R...22 E . Salt Lake Meridian, lltah

CHAINS

Set an aluminum post, 30 ins. Tong, 2 1/2 ins. diam., 22
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T38SR22E
S22
1/4 - S 27
1984

79.84 | The cor. of secs. 21, 22, 27, and 28.

N. 00 10' E., bet. secs. 21 and 22.

Over broken land, through scattered pinon and juniper
growth.

40.05 The 1/4 sec. cor. of secs. 21 and 22, monumented with an
iron post, 1 in. diam., firmly set in a mound of stone,
with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 11' E., beginning new measurement.

40.00 The cor. of secs. 15, 16, 21, and 22, monumented with an
iron post, 2 ins. diam., project1ng 14 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

from which

A juniper, 6 ins. diam., bears N. 20° 30 E., 84 ks
dist. ; mkd. T38S R22E 515 BT. (Record, 98 1ks.
dist.

A juniper, 10 ins. diam., bears S. 389 E., 50 1lks.
dist., mkd. T38S R22E S22 BT.

A juniper, 10 ins. diam., bears S. 340 15 W., 115
1ks. dist., mkd. T38S R22E S21 BT.

A juniper, 8 ins. diam., bears N. 740 30' W., 103
1ks. dist., mkd. T38S R22E S16 BT.

The cor. of secs. 4, 5, 8, and 9, T. 38 S.,
R. 22 E., (VABM) an iron post, 2 ins. diam.,
projecting 10 ins. above ground, with brass cap
mkd. as described in the 1912 survey, bears
N 260 24.3' W., 178.681 chs. dist. This cor. has|
been designated as tri-station "SECTION FOUR."

From the cor. of secs. 14, 15, 22, and 23.
N. 890 57' W. bet. secs. 15 and 22.

Over broken land, through scattered pinon and juniper
| growth,

40.05 The 1/4 sec. cor. of secs. 15 and 22, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.
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Dependent Resurvey of a Portion of‘the Subdivisional
Lines, T. 38 S., R._22 F., Salt lake Meridian, ltah

CHAINS
N. 890 57' W., beginning new measurement.

39,99 The cor. of secs. 15, 16, 21, and 22.

N. 00 09' E., bet. secs. 15 and 16.

Over rolling sandy land, through scattered pinon and
'Jun1per growth.

40.03 The 1/4 sec. cor. of secs. 15 and 16, determined at
record bearing and distance from the original bearing
trees

A juniper, 10 ins. diam., bears N. 820 E., 42 1ks.
dist., mkd. 1/4 S15 BT.

A juniper, 12 ins. diam., bears N. 770 W., 52 1ks.
"dist., mkd, 1/4 S16 BT.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., on
solid sandstone, and in a mound of stone, 4 ft. base, to
top of aluminum cap, mkd.

T3SR22E
1/4

|
$16 | S 15

I
1984

N. 0° 09' E., beginning new measurement.

39.96 The cor. of secs. 9, 10, 15, and 16, monumented with an
iron post, 2 ins. diam., set in a large mound of stone,
with brass cap, mkd. as described in the official record
of the 1912 survey.

from which

A juniper, 14 ins. diam., bears S. 620 E., 103 1ks.
dist., mkd. T38$_R22E S15 BT.

A juniper, 10 ins. diam., bears S. 410 45' W., 114
Tks. dist., mkd. T38S R22E S16 BT. (Record, 108
1ks. dist.).

From the cor. of secs. 10, 11, 14, and 15.
N. 890 55' W., bet. secs. 10 and 15.

Over rolling land, through scattered pinon and juniper
growth,

14.50 Center line of U.S. Highway No. 191 (scaled), bears
N. 330 W. and S. 330 E,

40.08 vThe 1/4 sec. cor. of secs. 10 and 15, determined at
record bearing and distance from the original bearing
trees:
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Dependent Resurvey of a Portion of the Subdivisional
Lines, T..38 S, R 22 F Salt lake Meridian, litah

CHAINS

A juniper, 10 ins. diam., bears S. 760 30' W.,
117 1ks. dist., mkd. 1/4 S15 BT.

A juniper, 12 ins. diam., bears N. 100 30' W.,
130 1ks. dist., mkd. 1/4 S10 BT.

At the corner point

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 4
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T38SR22E
S 10
1/4 S 15
1984

S. 890 58' W., beginning new measurement.

39.92 The cor. of secs. 9, 10, 15, and 16.

From the cor. of secs. 4, 5, 32, and 33, on the S. bdy.
of the Tp., hereinbefore described.

N. 00 07' E., bet. secs. 32 and 33.

Over broken land, through scattered pinon and juniper'
growth., - :

39.97 The 1/4 sec. cor. of secs. 32 and 33, monumented with an
iron post, 1 in. diam., projecting 16 ins, above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

IN. 00 10' E., beginning new measurement.

40.04 The cor. of secs. 28, 29, 32, and 33, monumented with an
iron post, 1 in. diam., projecting 8 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

From the cor. of secs. 27, 28, 33, and 34.
IN. 890 51' W,, bet. secs. 28 and 33.

Over broken land, through scattered pinon and juniper
growth,

39.94 The 1/4 sec. cor. of secs. 28 and 33, determined at the
center of dimly mkd. pipe hole, with a mound of stone, 3
ft. base, 2 ft. high, N of this point.

At the corner point

{Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
fins. in the ground, with aluminum cap mkd.

T38SR22E
- S 28
1/4 S 33
1984
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Dependent Resurvey of a Portion of the Subdivisional :
Lines, T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

{Cor. is located on broken NW slope.

N. 890 51' W., beginning new measurement.

39,92 The cor. of secs. 28, 29, 32, and 33.

N. 00 09' E. bet. secs. 28 and 29.

Over broken land, through scattered pinon andbjuniper
growth.

40.00 The 1/4 sec. cor. of secs. 28 and 29, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

IN. 00 10' E., beginning new measurement.

39.86 The cor. of secs. 20, 21, 28, and 29, monumented with an
iron post, 2 ins. diam., projecting 16 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

ICor. is located at the cor. of fence, bears E and S.

From the cor. of secs. 21, 22, 27, and 28.
N. 890 54' W., bet. secs. 21 and 28.

Over broken land, through scattered pinon and juniper
growth. ,

39.86 The 1/4 sec. cor. of secs. 21 and 28, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground,
rith brass cap, mkd. as described in the official record
of the 1912 survey.

IN. 890 54' W,, beginning new measurement.

40.03 The cor. of secs 20, 21, 28, and 29.

IN. 00 08' E., bet. secs. 20 and 21.

Over broken land, through scattered pinon and juniper
growth, :

40.00 The 1/4 sec. cor. of secs. 20 and 21, monumented with an
iron post, 2 ins. diam., projecting 14 ins. above ground,
With brass cap, mkd. as described in the official record

of the 1912 survey.

IN. 00 09' E., beginning new measurement.

39.90 The cor. of secs. 16, 17, 20, and 21, monumented with an
iron post, 2 ins. diam., projecting 16 ins. above ground,
With brass cap, mkd. as described in the official record
of the 1912 survey. \
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Dependent Resurvey of a Portion of the Subdivisional

Lines, T. 38 S.. R, 22 E., Salt Lake Meridian, Utah

CHAINS
From the cor. of secs. 15, 16, 21, and 22.
~$. 890 53' W., bet. secs. 16 and 21.

Over broken land, through scattered pinon and juniper
growth.

39.88 The 1/4 sec. cor. of secs. 16 and 21, monumented with an
iron post, 1 in. diam., set in a mound of stone, 3 1/2
ft. base, to top of brass cap, mkd. as described in the
official record of the 1912 survey.

N. 890 57' W., beginning new measurement.

40,04 The cor. of secs. 16, 17, 20, and 21.

Survey of the Subdivision of Section 13,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of secs. 13 and 24.
N. 09 12' E., on the N-S center line of sec. 13.

39,98 Point for the center 1/4 sec. cor. of sec. 13, at
intersection with the E and W center Tine.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T38SR22E
€14 S 13
‘ 1984

79.88 The 1/4 sec. cor. of sec. 12 and 13.

From the 1/4 sec. cor. of secs. 13 and 18, on the E. bdy.
of the Tp., described in the concurrent resurvey of the
W. bdy. of T. 38 S., R. 23 E.

N. 890 52' W., on the E-W center line of sec. 13.

40.02 The center 1/4 sec. cor. of sec. 13.

80.09 |The 1/4 sec. cor. of secs. 13 and 14.

Survey of the Subdivision of Section 14,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of secs. 14 and 23.
N. 00 12' E. on the N-S center line of sec. 14.

39.98  |Point for the center 1/4 sec. cor. of sec. 14, at
intersection with the E and W center 1line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.
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Survey of the Subdivision of Section 14,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

T3BSR22E
C14 S 14
- 1984

80.06 The 1/4 sec. cor. of secs. 11 and 14,

From the 1/4 sec. cor. of sec. 13 and 14.
N. 890 50' W., on the E-W center line of sec. 14.
40.09 The center 1/4 sec. cor. of sec. 14,

64.00 Center line of U.S. Highway No. 191 (scaled), bears
N. 370 W, and S. 370 E.

80.15 The 1/4 sec. cor. of secs. 14 and 15.

Survey of the Subdivision of Section 15,
T. 38 S., R.- 22 E., Salt Lake Meridian, Utah

From the'1/4 sec. cor. of sec. 15 and 22.
N. 00 06' E., on the N-S center line of sec. 15.

40.02 Point for the center 1/4 sec. cor. of sec. 15, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T38SR22E
C1/4 S 15
1984
from which

A juniper, 10 ins. diam., bears N. 520 E.
110 Tks. dist., mkd. C 1/4 S15 BT.

A juniper, 6 ins. diam., bears S. 720 W.
105 1ks. dist., mkd. C 1/4 S15 BT.

80.05 The 1/4 sec. cor. of secs. 10 and 15.

From the 1/4 sec. cor. of sec. 14 and 15.

N. 896 56' W., on the E-W center line of sec. 15.
40.07 The center 1/4 sec. cor. of sec. 15.

80.03 The 1/4 sec. cor. of secs. 15 and 16.

Survey of the Subdivision of Section 21,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 21 and 28.

IN. 00 09' E., on the N-S center line of sec. 21.
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Survey of the Subdivision of Section 21,
T. 38 S., R. 22 E., Sa]t Lake Meridian, Utah

CHAINS

40.02

79.92

39.86
79.90

40.00

79.97

39.99
79.96

39.95

Point for the center 1/4 sec. cor. of sec. 21, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T38SR22E
C14 S 21
1984
Raise a mound of stone, 3 ft. base, 2 ft. high, W of cor.

The 1/4 sec. cor. of sécs. 16 and 21.

From the 1/4 sec. cor. of sec. 21 and 22.
N. 890 56' W., on the E-W center line of sec. 21.

The cehter 1/4 sec. cor. of sec, 21.

The 1/4 sec. cor. of secs. 20 and 21,

Survey of the Subdivision of Section 22,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec., 22 and 27.
N. 00 13' E., on the N-S center line of sec. 22.

Point for the center 1/4 sec. cor. of sec. 22, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, and in a mound of stone, with
aluminum cap mkd.

T38SR22E
C1l/4 S 22
1984

The 1/4 sec. cor.of secs. 15 and 22.

From the 1/4 sec. cor. of sec. 22 and 23.
West, on the E-W center line of sec. 22.
The center 1/4 sec. cor. of sec, 22,

The 1/4 sec. cor. of secs. 21 and 22.

Survey of the Subdivision of Section 23,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 23 and 26.
IN. 0° 12' E., on the N-S center line of sec. 23.

Point for the center 1/4 sec. cor. of sec. 23, at
intersection with the E and W center line.
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Survey of the Subdivision of Section 23,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
'ins. in the ground, with aluminum cap mkd.

T38SR2E
c1/4 s 23
1984

Cor. is located 29 1ks. dist., W of center 1line of U.S.
Highway No. 191, bears N and S.

72.50 Center 1ine of U.S. Highway No. 191 (scaled), bears S and
to NW on curve.

79.94 The 1/4 sec. cor. of secs. 14 and 23.

From the 1/4 sec. cor. of sec. 23 and 24,

N. 899 47' W., on the E-W center line of sec. 23.
40.15 The center 1/4 sec. cor. of sec. 23.

80.26 The 1/4 sec. cor. of secs. 22 and 23.

Survey of the Subdivision of Section 24,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 24 and 25.
N. 00 30" E., on the N-S center line of sec. 24.

39.49 Point for the center 1/4 sec. cor. of sec. 24, at
: intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., on
solid rock, and in a mound of stone, 4 ft. base, to top
of aluminum cap mkd.

T3 SR22E

C1/4 S 24
1984

79.48 The 1/4 sec. cor.of secs. 13 and 24.

From the 1/4 sec. cor. of secs. 19 and 24, on the E bdy.
of the Tp., described in the concurrent resurvey of the
W. bdy. of T. 38 S., R. 23 E. ‘

N. 899 53' W., on the E-W center line of sec. 24.

40.31 The center 1/4 sec. cor. of sec. 24.

80.14 |The 1/4 sec. cor. of secs. 23 and 24.

Survey of the Subdivision of Section 25,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 25 and 36.

IN. 00 14' W., on the N-S center line of sec. 25.
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Survey of the Subdivision of Section 25,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

| 39.94 Point for the center 1/4 sec. cor. of sec. 25, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, with aluminum cap mkd.

T38SR22E
C 1/4 S 25
1984

80.36 The 1/4 sec. cor.of secs. 24 and 25.

From the 1/4 sec. cor. of secs. 25 and 30, on the E bdy.
of the Tp., described in the concurrent resurvey of the
W. bdy. of T. 38 S., R. 23 E.

West, on the E~-W center line of sec. 25.

40,20 The center 1/4 sec. cor. of sec. 25.

80.11 The 1/4 sec. cor. of secs. 25 and 26.

Survey of the Subdivision of Section 26,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 26 and 35.
N. 0° 07' E., on the N-S center line of sec. 26.

5.50 Center 1ine of U.S. Highway No. 191 (scaled), bears N and
to SW on a curve.

39.87 |Point for the center 1/4 sec. cor. of sec. 26, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T38SR22E

C1/4 S 26
1984

Cor. is located 21 1ks. dist. W of center 1ine of U.S.
Highway No. 191, bears N and S.

79.91 The 1/4 sec. cor.of secs. 23 and 26.

From the 1/4 sec. cor. of sec. 25 and 26.

[N. 89° 47' W., on the E-W center line of sec. 26.
40.16 The center 1/4 sec. cor. of sec. 26.

80.29 The 1/4 sec. cor.of seés. 26 and 27.

Survey'of the Subdivision of Section 27,
T. 38 S., R, 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 27 and 34.

IN. 00 07' E., on the N-S center line of sec. 27.

Form 9600-—198 (March 1984) USDI — BLM | FIELD NOTE PAPER




12
21

Survey of the Subdivision of Section 27,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

39.99 Point for the center 1/4 sec. cor. of sec. 27, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 18
ins. in the ground to bedrock, and in a mound of stone, 3
ft. base, to top of aluminum cap, mkd.

T38SR22E

C1/4 S 27
1984

- 80.00 The 1/4 sec. cor.of secs. 22 and 27.

From the 1/4 sec. cor. of sec. 26 and 27.

S. 890 58' W., on the E-W center line of sec. 27.
39.99 The center 1/4 sec. cor. of sec. 27.

' 79.96 The 1/4 sec. cor.of secs. 27 and 28.

Survey of the Subdivision of Section 28,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 28 and 33.
N. 00 15' E., on the N-S center line of sec. 28.

39.97 Point for the center 1/4 sec. cor. of sec. 28, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 15
ins. in the ground to bedrock, and in a mound of stone, 4
ft. base, to top of aluminum cap, mkd.

T38SR22E
C1/4 s 28
1984

79.90 The 1/4 sec. cor.of secs. 21 and 28.

From the 1/4 sec. cor. of sec. 27 and 28.

N. 890 49' W., on the E-W center line of sec. 28.
39.91_ The center 1/4 sec. cor. of sec. 28.

79.90  [The 1/4 sec. cor.of secs. 28 and 29.

Survey of the Subdivision of Section 33,
- T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 4 and 33, on the S. bdy.
of the tp., hereinbefore described.

IN. 009 06' E., on the N-S center line of sec. 33.

39.97  |Point for the center 1/4 sec. cor. of sec. 33, at
intersection with the E and W center line.
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Survey of the Subdivision of Section 33,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

CHAINS

79.95
39.90

79.87

39.97

80.04

40.17
52.50

80.35

Set an aluminum post, 30 ins. long, 2 1/2 ins, diam., 18 |
ins. in the ground to bedrock, and in a mound of stone, 3
ft. base, to top of aluminum cap, mkd.

T38SR22E

C1/4 S 33
1984

The 1/4 sec cor. of secs. 28 and 33.

From the 1/4 sec. cor. of sec. 33 and 34.
N. 890 56' W., on the E-W center line of sec. 33.
The center 1/4 sec. cor. of sec. 33.

The 1/4 sec. cor.of secs. 32 and 33. .

Survey of the Subdivision of Section 35,
T. 38 S., R. 22 E., Salt Lake Meridian, Utah

From the 1/4 sec. cor. of sec. 2 and 35, on the S. bdy.
of the Tp., hereinbefore described.

N. 0° 08' E., on the N-S center line of sec. 35.

Point for the center 1/4 sec. cor. of sec. 35, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, with aluminum cap, mkd.

T38SR22E
C1/4 S 35
1984

The 1/4 sec. cor.of secs. 26 and 35.

From the 1/4 sec. cor. of sec. 35 and 36.
N. 899 55' W., on the E-W center line of sec. 35.
The center 1/4 sec. cor. of sec. 35.

Center line of U.S. Highway No. 191 (scaled), bears
N. 190 E and S. 190 W.

The 1/4 sec. cor.of secs. 34 and 35.

General Description

The area surveyed and resurveyed within Township 38
South, Range 22 East, varies from gentle rolling sandy
[mesa tops to very broken canyon lands. The elevation

{ranges from about 4800 ft. in the canyons to about 5400

ft. above sea level on the mesas. The soil varies from
very sandy on the mesas to clay and rocky in the bottom
lands. The vegetation consists of shadscale, sagebrush,
bunchgrass, meadow grass and other sparse native '

|grasses. There is scattered pinon and juniper growing

throughout, with some cottonwoods along the creek
bottoms. The general drainage is to the south.
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~ Township 38 South, Range 22 East, Salt Lake Meridian, Utah

CHAINS

There are several dwellings located in sections 14, 23,
and 26.

Access to the portions surveyed is by U.S. Highway No.
191, which enters on the north boundary of section 15 and
leaves the township on the south boundary of section 35.
There are numerous trail roads branching off from the
main road.

The mean magnetic declination is 14 1/20 E.
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‘Township 38 South, Range 23 East, Salt Lake Meridian, Utah

CHAINS

The following field notes are those of a dependent
resurvey of a portion of the west boundary (Co]orado
Guide Meridian), a portion of the south boundary, a
portion of the subdivisional lines and a subdivision
survey of sections 18, 19, and 31 in Township 38 South,
|Range 23 East, Salt Lake Meridian, Utah.

History of Surveys

Surveyed by Retr. or Resurveyed by

WEST BOUNDARY (Colorado Guide Meridian)

All F. Dickert 1878
All _ A.P. Hanson 1907
Al J.C. Thoma 1912

SOUTH BOUNDARY

A1l Miller and 1012
Thoma

SUBDIVISION

Al Miller and 1912
Thoma

The surveys were executed in accordance with
specifications set forth in the Manual of Surveying
Instructions, 1973, and the Special Instructions for
Group 645, Utah, dated January 25, 1984.

The direction of the lines of this survey were determined
by reference to true meridians established on 1ine by
direct observations on Polaris. The lines were carried
forward by sustained angulations, being supplemented by
other observations on Polaris taken throughout the
progress of the survey.

Preliminary to the resurvey, the lines of the original
survey were retraced and a diligent search was made for
any evidence of the original field note record.
Identified corners were remonumented in their original
positions, lost corners were restored and monumented at
proportionate positions based on the original record.
The retracement data were thoroughly verified and on]y
{the true 1ine field notes are given herein.

The geographic position of the cor. of Tps. 38 and 39 S.,
Rs. 22 and 23 E., as determined from a tie made to U.S.C.
& G.S. Triangulation Station "RECAPTURE," is as follows:.

Latitude 370 25' 56.88" N. Longitude 1090 26' 21.15" W.
The mean magnetic declination as projected from the U.S.

Geological Survey "Magnetic Declination Map of 1980," is
14 1/20 E.

Dependent Resurvey of a Portion of the Colorado Guide
Meridian, T. 38 S., R, 23 E., Salt Lake Meridian, Utah
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Dependent Resurvey of a Portion of the Colorado Guide f
Meridian, T. 38 S., R. 23 E., Salt Lake Meridian, Utah

CHAINS

(Reestablishment of the Survey Executed by
F. Dickert, Deputy Surveyor, in 1878, the
Resurvey by A.P. Hanson, Deputy Surveyor, in 1907
and the Retracement and Resurvey by
J.C. Thoma, U.S. Surveyor, in 1912)

Beginning at the cor. of Tps. 38 and 39 S., Rs. 22 and

23 E., monumented with an iron post, 3 ins. diam.,
projecting 14 ins. above ground, mkd. as described in the
official record of the 1912 resurvey.

from which

U.S.C. and G.S Triangulation Station "RECAPTURE",
bears N. 820 43.2' W., 122.423 chs. dist.,
monumented with a standard brass cap, 3 1/2"
diam., firmly cemented into concrete post,
‘projecting 6 ins. above ground, with top mkd.
RECAPTURE 1936 and a triangle.

N. 00 16' E., bet. secs. 31 and 36.
Over broken land, through 1light pinon and juniper growth.

40,04 Point for the 1/4 sec. cor. of secs. 31 and 36, at
proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, and in a collar of stone, with
aluminum cap mkd.

T38S
R22E R23E
1{4
535{531

1984
Cor. is located on broken W slope.
80.08 The cor. of secs. 25, 30, 31, and 36, monumented with an |
iron post, 3 ins. diam., projecting 14 ins. above ground,

with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 19' E., bet. secs. 25 and 30.
Over broken land, through light pinon and juniper growth.
39.89 Point for the 1/4 sec. cor. of secs. 25 and 30, at

proportionate distance; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T3S
R22E R23E
1{4 .
S 25 I S 30
1984
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Dependent Resurvey of a Portion of the Colorado Guide
Meridian, T. 38 S., R. 23 E., Salt Lake Meridian, Utah

CHAINS

Raise a mound of stone, 3 ft. base, 2 ft. high, W of cor.
Cor. is located on rolling bottomland.

| 79.78 The cor. of secs. 19, 24, 25, and 30, monumented with an
iron post, 3 ins. diam., projecting 18 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey. '

N. 00 07' E., bet. secs. 19 and 24.

Over broken Tand, through scattered pinon and juniper
growth.

1 39.93 The 1/4 sec. cor. of secs. 19 and 24, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 09' E., beginning new measurement.

39.98  |True point for the cor. of secs. 13, 18, 19, and 24, at
proportionate distance falls in deep wash and cannot be
monumented; there is no remaining evidence of the
original corner.

N. 00 09' E., bet. secs. 13 and 18,

Over broken land, through scattered pinon and juniper
growth,

©1.60 Point selected for the witness cor. to the cor. of secs.
13, 18, 19, and 24.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with aluminum cap mkd.

T3S
R22E R23E
S$13 | s 18
S$24., 519
WC
1984

Cor. is located on nearly level bottomland.

39.98 The 1/4 sec. cor. of secs. 13 and 18, monumented with an
iron post, 1 in. diam., projecting 10 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 18' E., beginning new measurement.
8.00 Top of mesa, bears NW and SE; desc. broken NE slope.

39.93 The cor. of secs. 7, 12, 13, and 18, monumented with an
|iron post, 3 ins. diam., projecting 14 ins. above ground,
and in a mound of stone, with brass cap, mkd. as
1described in the official record of the 1912 survey. .
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Dependent Resurvey of a Portion of the South Boundary,
T. 38 S., R, 23 E., Salt Lake Meridian, Utah

CHAINS

Dependent Resurvey of a Portion of the South Boundary,
T. 38'S., R. 23 E., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
J.C. Thoma and D.B. Miller, Deputy Surveyors, in 1912)

From the 1/4 sec. cor. of secs. 6 and 31, monumented with
an iron post, 1 in. diam., projecting 14 ins. above
ground, with brass cap, mkd. as described in the official
record of the 1912 survey.

N. 890 56' W., bet. secs. 6 and 31.

Over broken land, through scattered pinon and juniper
growth. _ :

19.00 W side of mesa, bears NW and SE; over rolling land.

39.09 |The cor. of Tps. 38 and 39 S. Rs. 22 and 23 E.,
hereinbefore described.

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 38 S., R. 23 E., Salt Lake Meridian, Utah

(Reestablishment of the Survey Executed by
J.C. Thoma and D.B. Miller, Deputy Surveyors, in 1912

From the 1/4 sec. cor. of secs. 30 and 31, monumented
with an iron post, 1 in. diam., projecting 12 ins. above
ground, with brass cap, mkd. as described in the official
record of the 1912 survey. .

S. 890 59' W,., bet. secs. 30 and 31.

Over broken land, through scattered pinon and juniper
growth; asc. W slope.

38.17 The cor. of secs. 25, 30, and 31, and 36, on the W. bdy.
of the Tp., hereinbefore described.

{From the cor. of secs. 19, 20, 29, 30, monumented with an
iron post, 2 ins. diam., projecting 18 ins. above ground,
ith brass cap, mkd. as described in the official record
of the 1912 survey. From which the original bearing trees

A juniper, 8 ins. diam., bears N. 570 E., 78 1lks.
dist., mkd. T38S R23E S20 BT.

A juniper, 8 ins. diam., bears S. 510 15' E.,
72 1ks. dist., mkd. T38S R23E S29 BT.

A juniper, 8 ins. diam., bears N. 649 W., 61 Tks.
dist., mkd. T38S R23E S19 BT.

S. 899 43' W. bet. secs. 19 and 30.

23.20 Rim of mesa, bears E and SW; over rolling land.
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Dependent Resurvey of a Portion of‘the Subdivisional
Lines, T. 38 S.,.R..23 E_, Salt. lake Meridian, lltah

» CHAINS
132.20 PWash in canyon, drains SW; asc.. W slope.

40.25 The 1/4 sec. cor. of secs. 19 and 30, monumented with an
iron post, 1 in. diam., projecting 15 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

S. 890 56' W., beginning new measurement.

Over broken land, through Tightly scattered pinon and
juniper growth.

4.00 [Ridge, bears N and S; desc. SE slope.

37.82 The cor. of secs. 19, 24, 25, and 30, on the W. bdy. of
the Tp., hereinbefore described.

From the cor. of secs. 19, 20, 29, and 30.

orth, bet. secs. 19 and 20.

ver broken land, through scattered pinon and juniper
rowth.

30.00 Leave mesa, bears NE and SW; desc. into canyon.

39.79 The 1/4 sec. cor. of secs. 19 and 20, monumented with an
' iron post, 1 in. diam., projecting 14 ins. above ground,
With brass cap, mkd. as described in the official record
of the 1912 survey.

N. 00 07' E., beginning new measurement.
1.50 Wash in canyon, drains SW; over broken land.

40,16 The cor. of secs. 17, 18, 19, and 20, monumented with an
iron post, 2 ins. diam., set in a mound of stone, 4 ft.
base, to top of brass cap, mkd. as described in the
pfficial record of the 1912 survey.

5. 890 40' W., bet. sec. 18 and 19.

Dver broken land, through scattered pinon and juniper
rowth.

39.91 he 1/4 sec. cor. of secs. 18 and 19, monumented with an
iron post, 1 in. diam., projecting 14 ins. above ground,
ith brass cap, mkd. as described in the official record
pf the 1912 survey.

5. 890 55' W., beginning new measurement.
15.00 Rim of mesa, bears N and S; desc. broken W slope.

38.04 True point for the cor. of secs. 13, 18, 19, and 24, on
the W. bdy. of the Tp., hereinbefore described.

From the cor. of secs. 17, 18, 19, and 20.
N. 00 02' E., bet. secs. 17 and 18.
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Dependent Resurvey of a Portion of the Subdivisional .
Lines, T. 38 S., R. 23 E., Salt Lake Meridian, Utah

CHAINS

Over rolling land, through scattered pinon and juniper
growth.

39.87 The 1/4 sec. cor. of secs. 17 and 18, monumented with an
iron post, 1 in. diam., projecting 12 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey. From which the original bearing tree

o

A juniper, 8 ins. diam., bears N. 830 E., 25 1ks.
dist., mkd. 1/4 S17 BT. (Record, N. 77° E., 25
1ks. dist.).

A juniper, 14 ins. diam., bears S. 100 W. 114 Tks.
dist., mkd. 1/4 S18 BT.

N. 00 03' W., beginning new measurement.

40.01 The cor. of secs. 7, 8, 17, and 18, monumented with an
iron post, 2 ins. diam., projecting 16 ins. above ground,
with brass cap, mkd. as described in the official record
of the 1912 survey.

S. 890 49' W., bet. secs 7 and 18.

Over broken land, through scattered pinon and juniper
growth.

39.87 Point for the 1/4 sec. cor. of secs. 7 and 18, at
proportionate distance; the original corner was found
lying loose on the ground.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 15
ins. in the ground to bedrock, and in a mound of stone, 3
1/2 ft. base, to top of aluminum cap, mkd.

T38SR23E

S7
1/4 S 18
1984

Deposit the original corner alongside the aluminum post.

77.62 The cor. of secs. 7, 12, 13, and 18, on the W. bdy. of
the Tp., hereinbefore described.

Survey of the Subdivision of Section 18,
T. 38 S., R. 23 E., Salt Lake Meridian, Utah

From the 1/4 sec cor of secs. 18 and 19.
IN. 00 01" E., on the N-S center line of sec. 18.

40.01 Point for the center 1/4 sec. cor. of sec. 18, at
intersection with the E and W center line.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, and in a collar of stone, with
{aluminum cap mkd. :
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Survey of the Subdivision of Section 18,
T. 38 S., R. 23 E., Salt Lake Meridian, Utah

CHAINS

T38SR23E
C1/4 S 18
1984

79.98 | The 1/4 sec. cor. of secs. 7 and 18.

From the 1/4 sec. cor. of secs. 17 and}18.
S. 890 51' W., on the E-W center line of sec. 18.
39.92 The center 1/4 sec cor. of sec. 18.

77.86 The 1/4 sec. cor. of secs. 13 and 18, on the W. bdy. of
the Tp., hereinbefore described.
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